
Fitting the Rail Assembies
Identify the 2 M-12 threaded holes on each rail set 
and the next to last (lower) round hole in the radius 
plate (B). Align the inner M-12 hole (A) on each 
rail set with each of these holes inset and tighten 
the M-12x20 locking knobs.

A

A

B B
This is the 3-5 shot zeroing configuration for
firing your group. Note that when firing the gun
the vise jaws are open and the gun is free to
move with the recoil. 

IMPORTANT: In order to avoid injury or damage
the vise must be open - not clamped to the gun - 
when firing the sighting shots.

# 30100
Hyskore®

Always use appropriate eye and/or ear protection when using this device!

The Hyskore Master Armorer’s Vise is the most versatile long gun maintenance fixture 
available any place. It rotates 360º and has 2 self centering foam padded vises that 
adjust to any length weapon. The vises ride on opposed sets of rails with a wide range
of angular adjustment. This allows an AR-15 upper receiver to pivot away from the
lower receiver with both halves firmly secured. The rails supporting the vises can be
angled upwards so that any gun, even with a scope can be securely inverted for working
on the underside. 
As a bonus, a “V” notch gun support and padded platform are furnished so that the vise 
can be used for 3 - 5 shot sighting in or as a shooting rest. The platform can be angled
to match the drop at the heel to provide more contact area for the butt stock.

In the course of shipping and packing, parts may end up missing or damaged-
call us at 631.673.5975. 8:30 a.m. - 5:00 p.m. Eastern Time. We will promptly send replacements.

For parts or technical support contact:

Introduction
    Strong Suggestion !

READ THIS ENTIRE MANUAL BEFORE USING THE REST!
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The HYSKORE® #30100 Master Armorer’s Vise is designed to provide maximum ease
and flexibility in long gun maintenance. It has also been designed with an awareness of the 
growing popularity of AR-15 style weapons, and their unique characteristics.  The fixture 
features a pair of self-centering vises that ride on opposed sets of canter levered rails which 
can be independently adjusted to a wide range of included angles. For bolt, lever, pump, and 
semi-automatic action guns this means that both the fore and aft ends of the gun can be 
secured in padded vises and then the entire set tilted forward so that the barrel is angled 
downward. This is the ideal position for cleaning. Not only does it allow for cleaning 
from the breach toward the muzzle, which is the recommended procedure by all firearms 
manufacturers, but it also prevents cleaning solutions and debris from running back into 
the action.

For AR-15 style guns the fixture is absolutely the best. After removal of the rear take down 
pin the fore and aft ends of the gun can be clamped in their respective vises and then each 
vise can be independently angled so that the breech end of the upper receiver is open to 
maximum exposure and held securely in that position. This permits easy removal and 
cleaning of all key components while the gun is solidly supported. This particular feature 
also adapts well to break action shotguns.

The vises are particularly unique in that they are self-centering. This means that when you 
turn the hand crank both halves of the vise move either in or out at exactly the same rate, as 
opposed to a conventional vise where one jaw remains stationery and the other one moves.  
The work (in this case the weapon), regardless of the thickness, is always centered and both 
vises automatically align with each other on center. In addition, the jaws of the vises are foam 
padded with a removable padded floor plate to protect the lower surfaces of the gun. A special 
foam barrel block insert that fits within the jaws of the vise to permit clamping of a barrel or a 
barreled action is also included.

When placed on a standard 30” or 36” high table or bench the fixture is exactly the right 
height for easy access to all areas of a gun, and it rotates through 360° to permit access to the 
entire weapon. Each vise support can be angled upward so that a gun with a scope can be 
inverted to perform work on the underside. The rails that the vises ride on are long enough to 
accommodate any length conventional gun and the fixture can be leveled with 4 locking 
levelers or it can be anchored to a bench top.

The set can also double as a shooting rest and zeroing in platform. Simply replace the 
central support pedestal with the (supplied) hex bolt and replace the vises with the V-notch 
assembly and platform, and you are ready to go. The platform assembly can be tilted at an 
angle that is equal to the drop at the heel so the stock can securely rest on a sandbag. For 
3 shot sighting in (instructions on following pages) simply replace the platform with a vise.
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This is the basic cleaning configuration for an AR-15. Needless to say, a visual and 
tactile examination of the gun to insure that it is unloaded is appropriate before 

engaging in any cleaning or maintenance activity. The round holes in the radius plate
are for adjusting the angle of the rails to fixed  “memory” positions. The curved slots
allow adjustment to any angle that suits. The entire upper assembly is designed to

rotate 360º to provide access to any point on the gun. Gun cleaning instructions are
not within the scope of this manual - in other words - you’re on your own.

Shooting rest configuration.

1 2

4

You will need 2 adjustable wrenches either 
8” or 10”.

To stabilize the base for cleaning and maintenance, 
there are 4 anchor tabs that can be secured to a 
board or bench top using #14 sheet metal screws. 
For sighting in use the 4 leveling jacks.

For the vise set up, screw the 200mm/8 inch M-16 
threaded rod into the base until it is flush with the 
bottom of the base. Run an M-16 hex nut down the 
rod and tighten to fix the rod in place. Place the trim
collar and one bearing set over the M-16 rod. 

Tighten the M-16 nut until snug (5-8 lbs ft torque) 
to prevent the rod from turning.

Slide the cradle over the threaded rod. Place the 
other bearing set over the cradle.Secure using 2 
hex nuts - Tighten the lower nut until it makes full
contact with the bearing then back it off 10º (1/36
turn) +/-. Hold it in that location with a wrench. 
Using a second wrench tighten the second nut
against the lower to lock it in place.

5

Mount the radius plate to the inside of the cradle
using the 2 M8x20mm bolts, flat & lock washers. 
Make sure that the 12mm hole in the cradle aligns
with the 12mm hole in the radius plate.

6

3
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For the shooting rest set up, remove both vises 
and replace with the platform and “V” notch 
assembly. Firing a gun while clamped in a vise(s)
may result in damage to the fixture, damage to 
the weapon and possible injury to the shooter.
Abusing the fixture as such and/or adding any 
weight or any restraint to absorb recoil likewise 
can result in damage and/or injury.

19 20

12

The left hand nuts have a yellow finish and are 
packed in the same package as the hand wheels - 
It would be a good idea not to misplace them. By 
turning counter clockwise, thread a nut on to the 
screw shaft of the vise. 

Barrel Blocks: A pair of foam insert blocks with a 
longitudinal “V” notch is included. At times it may
be necessary to grip the barrel (or a barreled action) 
in one of the vises. By placing the notches on either 
side of the barrel and then placing it into the vise, the 
barrel can be firmly held in place. Do not use on a hot 
barrel - maximum safe temperature is 150º. Since guns 
typically are manufactured with a barrel at only one end
the set is supplied with one (1) set of barrel blocks.

How a barrel is gripped.

Each vise is supplied with foam padded floor plates
which ride beneath the jaws so that the vise can 
close fully. The floor plate hooks over one end of 
the vise frame so that it can be removed or swung 
out of the way, but still remain on the vise. Use 
either the narrow or wide floor plate depending on 
the width of the gun.

Use the M8 x 20 lockup knobs to prevent the rest
from rotating.

4

Step 1: Make a target. We suggest using a marker to make a cross + on a piece of plain white 
paper (or the back side of a standard target) or visit www.hyskore.com to download the target shown. 
This will make it much easier to identify the center of the point of aim. Set the target 25 - 50' away. 
Step 2: Shoot a 3 - 5 shot group using the rest as pictured. At this point UNLOAD THE GUN.
If your group is off the paper move the target closer to the gun. 
Step 3: Mark Center of group. The high visibility dots we have supplied work best!

Step 1: Make a Target Step 3: Mark Center of Group 

Step 2: Shoot a 3 - 5 Shot Group & Unload Gun
© 2009 visit our website: www.hyskore.com
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Step 4: With Gun Unloaded - Place it in the center of the vise & clamp it in place. 
Locate the vise in the same approximate location as when you fired your group. 
Remove the adjusting caps from the sight. Step 5: Using the elevation adjustments 
on the rest and by moving the rest from side to side set the reticle on the center of 
the + mark (Target). Step 6: (THIS IS VERY IMPORTANT) WITHOUT MOVING 
THE GUN OR VISE adjust the windage & elevation on the sight until the reticle is 
centered on the mark at the center of the group. THE GUN IS NOW SIGHTED IN !

Warning: The gun should be unloaded

when clamped in the vise. In addition to

presenting a safety hazard, firing the gun

from the clamped vise may result in

damage to the gun & vise!

Step 4: Unload Gun and Clamp it in Vise.

Step 5: Set the vise in the same location as when 
you fired. Adjust vise so that reticle is on the + Mark.

Step 6: Without moving the vise adjust sight
until the reticle is on the center of the group.

12mm Hole
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• REPLACEMENT PARTS •

Send Check or Money Order with Phone Number to:
Hyskore® / Power Aisle,  Inc.
193 West Hills Rd.
Huntington Station NY, 11746
NYS Resident add 8.625% Sales Tax (Or Prevailing Rate)

** $10.00 Shipping & Handling to
    Lower 48 States** 
** $25.00 Shipping & Handling to
    Alaska, Hawaii, Puerto Rico**

These are replacement parts for purchase. Pictures do not represent contents of set.
Visit Our Website For More Information or to Check Out Our Other Great Shooting Accessories: www.hyskore.com

Parts List & Pricing:
30100 - 1      Foam Pads for Vise - 4 pcs     $ 10.00
30100 - 2      Floor Plates for Vise (1x25mm & 1x38mm)  - 2 pcs  $ 10.00
30100 - 3      Protective Pad Set - 10 pcs    $ 10.00
30100 - 4      Barrel Foam “V” Block Set - 1 set         $   7.50
30100 - 5      M-12 Radius Lock Knob & Washers - 2 pcs   $ 10.00
30100 - 6      M-12 Insert Lock Nuts - 6 pcs    $   7.50
30100 - 7      M-16 Hex Nuts M-16 x 200mm - Center Support & Trim Collar       $ 12.50
30100 - 8      Hand Wheel - 1 pc                     $ 12.50
30100 - 9      M-12 Leveling Jack & Locking Collar - 2 sets                 $ 10.00
30100 - 10    #51103 Thrust Bearing Set - 2 sets     $ 12.50
30100 - 11    M-16 x 70mm Hex Bolt     $   5.00
30100 - 12    M8 x 20mm Lock-up Knobs - 6 pcs    $ 12.50
30100 - 13    Vise Set Complete     $ 42.50
30100 - 14    Platform - 1 pc      $ 15.00
30100 - 15    Parts Tray        $   7.50
30100 - 16    50mm Diameter Day Glow Markers - 24 pc   $   5.00  
30100 - 17    V Notch & Locking Collar     $ 12.50
30100 - 18   M-12 Left Thread Hex Nut - 2pc    $   7.50
30100 - 19   Pivoting Locking Knobs - 2pcs M8 x 20   $   7.50

360º Rotation

Assembly

Assembly

M-16 Nut

Trim Collar

M-16 Rod

Bearing Set

The hole in the radius plate must align with the
hole in the cradle. If it doesn’t the radius plate is
upside down.

Pay close attention to this step!!! To avoid damage,
the hand wheels for the vises are not factory 
installed. Important both the hand wheel and the 
lock nuts that keep them fixed in place are M12 
left hand thread. This means that they must be 
turned counter clockwise to engage and thread 
together. 

11

15

13

Now, also by turning counter clockwise, thread a 
hand wheel on to the screw shaft until 1/8 - 1/4” of 
shaft is visible. Turn the nut from Step 12 until it 
contacts the hub of the hand wheel. Grasp the hand
wheel in one hand, grasp the nut with a wrench. Using
hand pressure, tighten the hand wheel against the nut
until snug. - Repeat if the hand wheel loosens. You
can also use locktite for a more permanent installation.

1

4

3

2

16

14

One or two drops of acid free machine oil (sewing
machine oil works well) at each of the 4 points
indicated will make the vise operate easily.

1A & 1B
2
3
4
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26A
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Thrust Bearing Sets #51103
Parts Tray
Base
Cradle
M-16 Hex Nuts - 4pcs
M-12 Locking Collars 5pcs
M10 x 20 Hex Bolts w/ Flat & Lock Washers
M-16 x 70mm Hex Bolt
M-16 x 200mm Center Pivot
M-12 x 265mm Hinge Bolt w/ M-12 Lock & Nut & 2 Flat Washers
Trim Collar
Radius Plate
Base for V-Notch
V-Notch
Axial Rail Right
Axial Rail Left
Magnetic Vial Spirit Level
M-12 Leveling Jacks - 4pcs
Axial Rail Locking Knobs M-12 x 20 - 2pcs
Foam V Block Set
Vise Floor Plate 25mm - 2pcs
Vise Floor Plate 38mm - 2pcs
Position Locking Knobs For Vises - 4pcs M6 x 20
Rear Pedestal
M-12 Left Hand Nuts 2pcs
Hand Wheels Left Hand Thread - 2pcs
Vise
Vise
(Not Pictured) 50mm Orange Marker Dots - 24pcs
Position Locking Knobs - 2pcs M8 x 20

30100 Master Armorer’s Vise Contents
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MASTER ARMORER’S VISE
& SIGHTING REST

*Gun & Rest Bag Not Included

*Gun Not Included

*Gun Not Included

*Gun Not Included

*Gun & Rest Bag Not Included!

7 8

Left Hand
Thread

Left Hand
Hex Nut

*Gun Not Included

360º Rotation

The bushings on each rail assembly are positioned 
differently so that when fitted together they interlock
like a door hinge. Now, from the radius plate end
of the cradle, put a washer on the 12mm x 16” bolt 
and thread it through the cradle,rail assembly
bushings and the other end of cradle .Put a washer
over the end and secure with the 12mm insert hex 
nut. Tighten until flush with the end of the nut.

Bushings

10

Pivot the 2 rail assemblies so that the bushings
(tubes). Align and fit as pictured. When this is
done and the exteriors of the tubes are aligned,
(like a door hinge) the hole through the bushings
will align with the holes in the cradle and radius
plate. 

9
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WARRANTY AND DISCLAIMERS
HYSKORE®/Power Aisle, Inc. guarantees that its products are free from defects in material and workmanship for a period of 90 days from the original 
date of purchase. For electronic items (anything that requires a battery), the warranty period is also 90 days. This Warranty applies to non-commercial 
use only. Commercial use voids this warranty. In the event of any defects in material or workmanship, HYSKORE®/Power Aisle, Inc.’s sole liability 
therefore shall be the replacement of any such product(s) and/or components that are defective in material or workmanship. The replacement of any 
such product(s) and/or components shall be HYSKORE®/Power Aisle, Inc.’s sole responsibility. This warranty specifically excludes any and all 
consequential or accidental damages. No other warranties or liabilities whatsoever are either expressed or implied. If any such warranties shall be 
imposed by law, not withstanding this provision, then such warranties shall be the responsibility of HYSKORE®/Power Aisle, Inc.’s immediate buyer. 
There shall be no warranties of merchantability, use of trade, or fitness for a particular purpose. Alteration of any product, misuse, or exceeding any 
stated product limitations voids this warranty. All returns, adjustments, etc. are the responsibility of the retailer/dealer that sold the product. HYSKORE®/
Power Aisle, Inc. handles return issues through it’s dealers. It should be obvious when using some of these products that approved protective safety gear, 
including, but not limited to, eye and ear protection, should be utilized. Using the appropriate safety gear is the sole responsibility of the person(s) using 
the product. It should also be obvious that certain products such as silica gel, etc. must not be consumed, inhaled or taken internally. The user takes full 
responsibility for inappropriate or incorrect use of these items. In the event an inadvertent event takes place, Material Safety Data Sheets (MSDS) are 
available on the HYSKORE® website. www.hyskore.com. We do not sell guns, scopes, ammunition, cleaning accessories, etc. These accessories are 
used in many of our product pictures, as props to illustrate how the products are used. As such, they are not included with any product. All photographs, 
drawings, copy, instructions, etc. are the exclusive property of HYSKORE®/Power Aisle, Inc. All downloadable files are intended for the use of the end 
user of HYSKORE®/Power Aisle, Inc.’s products and cannot be reproduced without the express written permission of HYSKORE®/Power Aisle, Inc. 

P.O. Box 983 • Middleburgh, NY 12122



Fitting the Rail Assembies
Identify the 2 M-12 threaded holes on each rail set 
and the next to last (lower) round hole in the radius 
plate (B). Align the inner M-12 hole (A) on each 
rail set with each of these holes inset and tighten 
the M-12x20 locking knobs.

A

A

B B
This is the 3-5 shot zeroing configuration for
firing your group. Note that when firing the gun
the vise jaws are open and the gun is free to
move with the recoil. 

IMPORTANT: In order to avoid injury or damage
the vise must be open - not clamped to the gun - 
when firing the sighting shots.

# 30100
Hyskore®

Always use appropriate eye and/or ear protection when using this device!

The Hyskore Master Armorer’s Vise is the most versatile long gun maintenance fixture 
available any place. It rotates 360º and has 2 self centering foam padded vises that 
adjust to any length weapon. The vises ride on opposed sets of rails with a wide range
of angular adjustment. This allows an AR-15 upper receiver to pivot away from the
lower receiver with both halves firmly secured. The rails supporting the vises can be
angled upwards so that any gun, even with a scope can be securely inverted for working
on the underside. 
As a bonus, a “V” notch gun support and padded platform are furnished so that the vise 
can be used for 3 - 5 shot sighting in or as a shooting rest. The platform can be angled
to match the drop at the heel to provide more contact area for the butt stock.

In the course of shipping and packing, parts may end up missing or damaged-
call us at 631.673.5975. 8:30 a.m. - 5:00 p.m. Eastern Time. We will promptly send replacements.

For parts or technical support contact:

Introduction
    Strong Suggestion !

READ THIS ENTIRE MANUAL BEFORE USING THE REST!
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The HYSKORE® #30100 Master Armorer’s Vise is designed to provide maximum ease
and flexibility in long gun maintenance. It has also been designed with an awareness of the 
growing popularity of AR-15 style weapons, and their unique characteristics.  The fixture 
features a pair of self-centering vises that ride on opposed sets of canter levered rails which 
can be independently adjusted to a wide range of included angles. For bolt, lever, pump, and 
semi-automatic action guns this means that both the fore and aft ends of the gun can be 
secured in padded vises and then the entire set tilted forward so that the barrel is angled 
downward. This is the ideal position for cleaning. Not only does it allow for cleaning 
from the breach toward the muzzle, which is the recommended procedure by all firearms 
manufacturers, but it also prevents cleaning solutions and debris from running back into 
the action.

For AR-15 style guns the fixture is absolutely the best. After removal of the rear take down 
pin the fore and aft ends of the gun can be clamped in their respective vises and then each 
vise can be independently angled so that the breech end of the upper receiver is open to 
maximum exposure and held securely in that position. This permits easy removal and 
cleaning of all key components while the gun is solidly supported. This particular feature 
also adapts well to break action shotguns.

The vises are particularly unique in that they are self-centering. This means that when you 
turn the hand crank both halves of the vise move either in or out at exactly the same rate, as 
opposed to a conventional vise where one jaw remains stationery and the other one moves.  
The work (in this case the weapon), regardless of the thickness, is always centered and both 
vises automatically align with each other on center. In addition, the jaws of the vises are foam 
padded with a removable padded floor plate to protect the lower surfaces of the gun. A special 
foam barrel block insert that fits within the jaws of the vise to permit clamping of a barrel or a 
barreled action is also included.

When placed on a standard 30” or 36” high table or bench the fixture is exactly the right 
height for easy access to all areas of a gun, and it rotates through 360° to permit access to the 
entire weapon. Each vise support can be angled upward so that a gun with a scope can be 
inverted to perform work on the underside. The rails that the vises ride on are long enough to 
accommodate any length conventional gun and the fixture can be leveled with 4 locking 
levelers or it can be anchored to a bench top.

The set can also double as a shooting rest and zeroing in platform. Simply replace the 
central support pedestal with the (supplied) hex bolt and replace the vises with the V-notch 
assembly and platform, and you are ready to go. The platform assembly can be tilted at an 
angle that is equal to the drop at the heel so the stock can securely rest on a sandbag. For 
3 shot sighting in (instructions on following pages) simply replace the platform with a vise.
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This is the basic cleaning configuration for an AR-15. Needless to say, a visual and 
tactile examination of the gun to insure that it is unloaded is appropriate before 

engaging in any cleaning or maintenance activity. The round holes in the radius plate
are for adjusting the angle of the rails to fixed  “memory” positions. The curved slots
allow adjustment to any angle that suits. The entire upper assembly is designed to

rotate 360º to provide access to any point on the gun. Gun cleaning instructions are
not within the scope of this manual - in other words - you’re on your own.

Shooting rest configuration.

1 2

4

You will need 2 adjustable wrenches either 
8” or 10”.

To stabilize the base for cleaning and maintenance, 
there are 4 anchor tabs that can be secured to a 
board or bench top using #14 sheet metal screws. 
For sighting in use the 4 leveling jacks.

For the vise set up, screw the 200mm/8 inch M-16 
threaded rod into the base until it is flush with the 
bottom of the base. Run an M-16 hex nut down the 
rod and tighten to fix the rod in place. Place the trim
collar and one bearing set over the M-16 rod. 

Tighten the M-16 nut until snug (5-8 lbs ft torque) 
to prevent the rod from turning.

Slide the cradle over the threaded rod. Place the 
other bearing set over the cradle.Secure using 2 
hex nuts - Tighten the lower nut until it makes full
contact with the bearing then back it off 10º (1/36
turn) +/-. Hold it in that location with a wrench. 
Using a second wrench tighten the second nut
against the lower to lock it in place.

5

Mount the radius plate to the inside of the cradle
using the 2 M8x20mm bolts, flat & lock washers. 
Make sure that the 12mm hole in the cradle aligns
with the 12mm hole in the radius plate.

6

3
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For the shooting rest set up, remove both vises 
and replace with the platform and “V” notch 
assembly. Firing a gun while clamped in a vise(s)
may result in damage to the fixture, damage to 
the weapon and possible injury to the shooter.
Abusing the fixture as such and/or adding any 
weight or any restraint to absorb recoil likewise 
can result in damage and/or injury.

19 20

12

The left hand nuts have a yellow finish and are 
packed in the same package as the hand wheels - 
It would be a good idea not to misplace them. By 
turning counter clockwise, thread a nut on to the 
screw shaft of the vise. 

Barrel Blocks: A pair of foam insert blocks with a 
longitudinal “V” notch is included. At times it may
be necessary to grip the barrel (or a barreled action) 
in one of the vises. By placing the notches on either 
side of the barrel and then placing it into the vise, the 
barrel can be firmly held in place. Do not use on a hot 
barrel - maximum safe temperature is 150º. Since guns 
typically are manufactured with a barrel at only one end
the set is supplied with one (1) set of barrel blocks.

How a barrel is gripped.

Each vise is supplied with foam padded floor plates
which ride beneath the jaws so that the vise can 
close fully. The floor plate hooks over one end of 
the vise frame so that it can be removed or swung 
out of the way, but still remain on the vise. Use 
either the narrow or wide floor plate depending on 
the width of the gun.

Use the M8 x 20 lockup knobs to prevent the rest
from rotating.

4

Step 1: Make a target. We suggest using a marker to make a cross + on a piece of plain white 
paper (or the back side of a standard target) or visit www.hyskore.com to download the target shown. 
This will make it much easier to identify the center of the point of aim. Set the target 25 - 50' away. 
Step 2: Shoot a 3 - 5 shot group using the rest as pictured. At this point UNLOAD THE GUN.
If your group is off the paper move the target closer to the gun. 
Step 3: Mark Center of group. The high visibility dots we have supplied work best!

Step 1: Make a Target Step 3: Mark Center of Group 

Step 2: Shoot a 3 - 5 Shot Group & Unload Gun
© 2009 visit our website: www.hyskore.com
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Step 4: With Gun Unloaded - Place it in the center of the vise & clamp it in place. 
Locate the vise in the same approximate location as when you fired your group. 
Remove the adjusting caps from the sight. Step 5: Using the elevation adjustments 
on the rest and by moving the rest from side to side set the reticle on the center of 
the + mark (Target). Step 6: (THIS IS VERY IMPORTANT) WITHOUT MOVING 
THE GUN OR VISE adjust the windage & elevation on the sight until the reticle is 
centered on the mark at the center of the group. THE GUN IS NOW SIGHTED IN !

Warning: The gun should be unloaded

when clamped in the vise. In addition to

presenting a safety hazard, firing the gun

from the clamped vise may result in

damage to the gun & vise!

Step 4: Unload Gun and Clamp it in Vise.

Step 5: Set the vise in the same location as when 
you fired. Adjust vise so that reticle is on the + Mark.

Step 6: Without moving the vise adjust sight
until the reticle is on the center of the group.

12mm Hole
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• REPLACEMENT PARTS •

Send Check or Money Order with Phone Number to:
Hyskore® / Power Aisle,  Inc.
193 West Hills Rd.
Huntington Station NY, 11746
NYS Resident add 8.625% Sales Tax (Or Prevailing Rate)

** $10.00 Shipping & Handling to
    Lower 48 States** 
** $25.00 Shipping & Handling to
    Alaska, Hawaii, Puerto Rico**

These are replacement parts for purchase. Pictures do not represent contents of set.
Visit Our Website For More Information or to Check Out Our Other Great Shooting Accessories: www.hyskore.com

Parts List & Pricing:
30100 - 1      Foam Pads for Vise - 4 pcs     $ 10.00
30100 - 2      Floor Plates for Vise (1x25mm & 1x38mm)  - 2 pcs  $ 10.00
30100 - 3      Protective Pad Set - 10 pcs    $ 10.00
30100 - 4      Barrel Foam “V” Block Set - 1 set         $   7.50
30100 - 5      M-12 Radius Lock Knob & Washers - 2 pcs   $ 10.00
30100 - 6      M-12 Insert Lock Nuts - 6 pcs    $   7.50
30100 - 7      M-16 Hex Nuts M-16 x 200mm - Center Support & Trim Collar       $ 12.50
30100 - 8      Hand Wheel - 1 pc                     $ 12.50
30100 - 9      M-12 Leveling Jack & Locking Collar - 2 sets                 $ 10.00
30100 - 10    #51103 Thrust Bearing Set - 2 sets     $ 12.50
30100 - 11    M-16 x 70mm Hex Bolt     $   5.00
30100 - 12    M8 x 20mm Lock-up Knobs - 6 pcs    $ 12.50
30100 - 13    Vise Set Complete     $ 42.50
30100 - 14    Platform - 1 pc      $ 15.00
30100 - 15    Parts Tray        $   7.50
30100 - 16    50mm Diameter Day Glow Markers - 24 pc   $   5.00  
30100 - 17    V Notch & Locking Collar     $ 12.50
30100 - 18   M-12 Left Thread Hex Nut - 2pc    $   7.50
30100 - 19   Pivoting Locking Knobs - 2pcs M8 x 20   $   7.50

360º Rotation

Assembly

Assembly

M-16 Nut

Trim Collar

M-16 Rod

Bearing Set

The hole in the radius plate must align with the
hole in the cradle. If it doesn’t the radius plate is
upside down.

Pay close attention to this step!!! To avoid damage,
the hand wheels for the vises are not factory 
installed. Important both the hand wheel and the 
lock nuts that keep them fixed in place are M12 
left hand thread. This means that they must be 
turned counter clockwise to engage and thread 
together. 

11

15

13

Now, also by turning counter clockwise, thread a 
hand wheel on to the screw shaft until 1/8 - 1/4” of 
shaft is visible. Turn the nut from Step 12 until it 
contacts the hub of the hand wheel. Grasp the hand
wheel in one hand, grasp the nut with a wrench. Using
hand pressure, tighten the hand wheel against the nut
until snug. - Repeat if the hand wheel loosens. You
can also use locktite for a more permanent installation.
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3
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16

14

One or two drops of acid free machine oil (sewing
machine oil works well) at each of the 4 points
indicated will make the vise operate easily.

1A & 1B
2
3
4
5
6
7
8
9

10
11
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13
14

15A
15B

16
17
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19
20
21
22
23
24
25

26A
26B

27
28

Thrust Bearing Sets #51103
Parts Tray
Base
Cradle
M-16 Hex Nuts - 4pcs
M-12 Locking Collars 5pcs
M10 x 20 Hex Bolts w/ Flat & Lock Washers
M-16 x 70mm Hex Bolt
M-16 x 200mm Center Pivot
M-12 x 265mm Hinge Bolt w/ M-12 Lock & Nut & 2 Flat Washers
Trim Collar
Radius Plate
Base for V-Notch
V-Notch
Axial Rail Right
Axial Rail Left
Magnetic Vial Spirit Level
M-12 Leveling Jacks - 4pcs
Axial Rail Locking Knobs M-12 x 20 - 2pcs
Foam V Block Set
Vise Floor Plate 25mm - 2pcs
Vise Floor Plate 38mm - 2pcs
Position Locking Knobs For Vises - 4pcs M6 x 20
Rear Pedestal
M-12 Left Hand Nuts 2pcs
Hand Wheels Left Hand Thread - 2pcs
Vise
Vise
(Not Pictured) 50mm Orange Marker Dots - 24pcs
Position Locking Knobs - 2pcs M8 x 20

30100 Master Armorer’s Vise Contents
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MASTER ARMORER’S VISE
& SIGHTING REST

*Gun & Rest Bag Not Included

*Gun Not Included

*Gun Not Included

*Gun Not Included

*Gun & Rest Bag Not Included!

7 8

Left Hand
Thread

Left Hand
Hex Nut

*Gun Not Included

360º Rotation

The bushings on each rail assembly are positioned 
differently so that when fitted together they interlock
like a door hinge. Now, from the radius plate end
of the cradle, put a washer on the 12mm x 16” bolt 
and thread it through the cradle,rail assembly
bushings and the other end of cradle .Put a washer
over the end and secure with the 12mm insert hex 
nut. Tighten until flush with the end of the nut.

Bushings

10

Pivot the 2 rail assemblies so that the bushings
(tubes). Align and fit as pictured. When this is
done and the exteriors of the tubes are aligned,
(like a door hinge) the hole through the bushings
will align with the holes in the cradle and radius
plate. 
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WARRANTY AND DISCLAIMERS
HYSKORE®/Power Aisle, Inc. guarantees that its products are free from defects in material and workmanship for a period of 90 days from the original 
date of purchase. For electronic items (anything that requires a battery), the warranty period is also 90 days. This Warranty applies to non-commercial 
use only. Commercial use voids this warranty. In the event of any defects in material or workmanship, HYSKORE®/Power Aisle, Inc.’s sole liability 
therefore shall be the replacement of any such product(s) and/or components that are defective in material or workmanship. The replacement of any 
such product(s) and/or components shall be HYSKORE®/Power Aisle, Inc.’s sole responsibility. This warranty specifically excludes any and all 
consequential or accidental damages. No other warranties or liabilities whatsoever are either expressed or implied. If any such warranties shall be 
imposed by law, not withstanding this provision, then such warranties shall be the responsibility of HYSKORE®/Power Aisle, Inc.’s immediate buyer. 
There shall be no warranties of merchantability, use of trade, or fitness for a particular purpose. Alteration of any product, misuse, or exceeding any 
stated product limitations voids this warranty. All returns, adjustments, etc. are the responsibility of the retailer/dealer that sold the product. HYSKORE®/
Power Aisle, Inc. handles return issues through it’s dealers. It should be obvious when using some of these products that approved protective safety gear, 
including, but not limited to, eye and ear protection, should be utilized. Using the appropriate safety gear is the sole responsibility of the person(s) using 
the product. It should also be obvious that certain products such as silica gel, etc. must not be consumed, inhaled or taken internally. The user takes full 
responsibility for inappropriate or incorrect use of these items. In the event an inadvertent event takes place, Material Safety Data Sheets (MSDS) are 
available on the HYSKORE® website. www.hyskore.com. We do not sell guns, scopes, ammunition, cleaning accessories, etc. These accessories are 
used in many of our product pictures, as props to illustrate how the products are used. As such, they are not included with any product. All photographs, 
drawings, copy, instructions, etc. are the exclusive property of HYSKORE®/Power Aisle, Inc. All downloadable files are intended for the use of the end 
user of HYSKORE®/Power Aisle, Inc.’s products and cannot be reproduced without the express written permission of HYSKORE®/Power Aisle, Inc. 



Fitting the Rail Assembies
Identify the 2 M-12 threaded holes on each rail set 
and the next to last (lower) round hole in the radius 
plate (B). Align the inner M-12 hole (A) on each 
rail set with each of these holes inset and tighten 
the M-12x20 locking knobs.

A

A

B B
This is the 3-5 shot zeroing configuration for
firing your group. Note that when firing the gun
the vise jaws are open and the gun is free to
move with the recoil. 

IMPORTANT: In order to avoid injury or damage
the vise must be open - not clamped to the gun - 
when firing the sighting shots.

# 30100
Hyskore®

Always use appropriate eye and/or ear protection when using this device!

The Hyskore Master Armorer’s Vise is the most versatile long gun maintenance fixture 
available any place. It rotates 360º and has 2 self centering foam padded vises that 
adjust to any length weapon. The vises ride on opposed sets of rails with a wide range
of angular adjustment. This allows an AR-15 upper receiver to pivot away from the
lower receiver with both halves firmly secured. The rails supporting the vises can be
angled upwards so that any gun, even with a scope can be securely inverted for working
on the underside. 
As a bonus, a “V” notch gun support and padded platform are furnished so that the vise 
can be used for 3 - 5 shot sighting in or as a shooting rest. The platform can be angled
to match the drop at the heel to provide more contact area for the butt stock.

In the course of shipping and packing, parts may end up missing or damaged-
call us at 631.673.5975. 8:30 a.m. - 5:00 p.m. Eastern Time. We will promptly send replacements.

For parts or technical support contact:

Introduction
    Strong Suggestion !

READ THIS ENTIRE MANUAL BEFORE USING THE REST!

Page 2

The HYSKORE® #30100 Master Armorer’s Vise is designed to provide maximum ease
and flexibility in long gun maintenance. It has also been designed with an awareness of the 
growing popularity of AR-15 style weapons, and their unique characteristics.  The fixture 
features a pair of self-centering vises that ride on opposed sets of canter levered rails which 
can be independently adjusted to a wide range of included angles. For bolt, lever, pump, and 
semi-automatic action guns this means that both the fore and aft ends of the gun can be 
secured in padded vises and then the entire set tilted forward so that the barrel is angled 
downward. This is the ideal position for cleaning. Not only does it allow for cleaning 
from the breach toward the muzzle, which is the recommended procedure by all firearms 
manufacturers, but it also prevents cleaning solutions and debris from running back into 
the action.

For AR-15 style guns the fixture is absolutely the best. After removal of the rear take down 
pin the fore and aft ends of the gun can be clamped in their respective vises and then each 
vise can be independently angled so that the breech end of the upper receiver is open to 
maximum exposure and held securely in that position. This permits easy removal and 
cleaning of all key components while the gun is solidly supported. This particular feature 
also adapts well to break action shotguns.

The vises are particularly unique in that they are self-centering. This means that when you 
turn the hand crank both halves of the vise move either in or out at exactly the same rate, as 
opposed to a conventional vise where one jaw remains stationery and the other one moves.  
The work (in this case the weapon), regardless of the thickness, is always centered and both 
vises automatically align with each other on center. In addition, the jaws of the vises are foam 
padded with a removable padded floor plate to protect the lower surfaces of the gun. A special 
foam barrel block insert that fits within the jaws of the vise to permit clamping of a barrel or a 
barreled action is also included.

When placed on a standard 30” or 36” high table or bench the fixture is exactly the right 
height for easy access to all areas of a gun, and it rotates through 360° to permit access to the 
entire weapon. Each vise support can be angled upward so that a gun with a scope can be 
inverted to perform work on the underside. The rails that the vises ride on are long enough to 
accommodate any length conventional gun and the fixture can be leveled with 4 locking 
levelers or it can be anchored to a bench top.

The set can also double as a shooting rest and zeroing in platform. Simply replace the 
central support pedestal with the (supplied) hex bolt and replace the vises with the V-notch 
assembly and platform, and you are ready to go. The platform assembly can be tilted at an 
angle that is equal to the drop at the heel so the stock can securely rest on a sandbag. For 
3 shot sighting in (instructions on following pages) simply replace the platform with a vise.

© 2009
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Hyskore® 
Power Aisle, Inc.

193 West Hills Road • Huntington Station, NY • 11746
Phone: 631.673.5975 • Fax: 631.673.5976 

visit us @ www.hyskore.com   
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This is the basic cleaning configuration for an AR-15. Needless to say, a visual and 
tactile examination of the gun to insure that it is unloaded is appropriate before 

engaging in any cleaning or maintenance activity. The round holes in the radius plate
are for adjusting the angle of the rails to fixed  “memory” positions. The curved slots
allow adjustment to any angle that suits. The entire upper assembly is designed to

rotate 360º to provide access to any point on the gun. Gun cleaning instructions are
not within the scope of this manual - in other words - you’re on your own.

Shooting rest configuration.

1 2

4

You will need 2 adjustable wrenches either 
8” or 10”.

To stabilize the base for cleaning and maintenance, 
there are 4 anchor tabs that can be secured to a 
board or bench top using #14 sheet metal screws. 
For sighting in use the 4 leveling jacks.

For the vise set up, screw the 200mm/8 inch M-16 
threaded rod into the base until it is flush with the 
bottom of the base. Run an M-16 hex nut down the 
rod and tighten to fix the rod in place. Place the trim
collar and one bearing set over the M-16 rod. 

Tighten the M-16 nut until snug (5-8 lbs ft torque) 
to prevent the rod from turning.

Slide the cradle over the threaded rod. Place the 
other bearing set over the cradle.Secure using 2 
hex nuts - Tighten the lower nut until it makes full
contact with the bearing then back it off 10º (1/36
turn) +/-. Hold it in that location with a wrench. 
Using a second wrench tighten the second nut
against the lower to lock it in place.

5

Mount the radius plate to the inside of the cradle
using the 2 M8x20mm bolts, flat & lock washers. 
Make sure that the 12mm hole in the cradle aligns
with the 12mm hole in the radius plate.

6

3

Page 5

For the shooting rest set up, remove both vises 
and replace with the platform and “V” notch 
assembly. Firing a gun while clamped in a vise(s)
may result in damage to the fixture, damage to 
the weapon and possible injury to the shooter.
Abusing the fixture as such and/or adding any 
weight or any restraint to absorb recoil likewise 
can result in damage and/or injury.

19 20

12

The left hand nuts have a yellow finish and are 
packed in the same package as the hand wheels - 
It would be a good idea not to misplace them. By 
turning counter clockwise, thread a nut on to the 
screw shaft of the vise. 

Barrel Blocks: A pair of foam insert blocks with a 
longitudinal “V” notch is included. At times it may
be necessary to grip the barrel (or a barreled action) 
in one of the vises. By placing the notches on either 
side of the barrel and then placing it into the vise, the 
barrel can be firmly held in place. Do not use on a hot 
barrel - maximum safe temperature is 150º. Since guns 
typically are manufactured with a barrel at only one end
the set is supplied with one (1) set of barrel blocks.

How a barrel is gripped.

Each vise is supplied with foam padded floor plates
which ride beneath the jaws so that the vise can 
close fully. The floor plate hooks over one end of 
the vise frame so that it can be removed or swung 
out of the way, but still remain on the vise. Use 
either the narrow or wide floor plate depending on 
the width of the gun.

Use the M8 x 20 lockup knobs to prevent the rest
from rotating.

4

Step 1: Make a target. We suggest using a marker to make a cross + on a piece of plain white 
paper (or the back side of a standard target) or visit www.hyskore.com to download the target shown. 
This will make it much easier to identify the center of the point of aim. Set the target 25 - 50' away. 
Step 2: Shoot a 3 - 5 shot group using the rest as pictured. At this point UNLOAD THE GUN.
If your group is off the paper move the target closer to the gun. 
Step 3: Mark Center of group. The high visibility dots we have supplied work best!

Step 1: Make a Target Step 3: Mark Center of Group 

Step 2: Shoot a 3 - 5 Shot Group & Unload Gun
© 2009 visit our website: www.hyskore.com
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© 2009 Hyskore®   www.hyskore.com

Step 4: With Gun Unloaded - Place it in the center of the vise & clamp it in place. 
Locate the vise in the same approximate location as when you fired your group. 
Remove the adjusting caps from the sight. Step 5: Using the elevation adjustments 
on the rest and by moving the rest from side to side set the reticle on the center of 
the + mark (Target). Step 6: (THIS IS VERY IMPORTANT) WITHOUT MOVING 
THE GUN OR VISE adjust the windage & elevation on the sight until the reticle is 
centered on the mark at the center of the group. THE GUN IS NOW SIGHTED IN !

Warning: The gun should be unloaded

when clamped in the vise. In addition to

presenting a safety hazard, firing the gun

from the clamped vise may result in

damage to the gun & vise!

Step 4: Unload Gun and Clamp it in Vise.

Step 5: Set the vise in the same location as when 
you fired. Adjust vise so that reticle is on the + Mark.

Step 6: Without moving the vise adjust sight
until the reticle is on the center of the group.

12mm Hole
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• REPLACEMENT PARTS •

Send Check or Money Order with Phone Number to:
Hyskore® / Power Aisle,  Inc.
193 West Hills Rd.
Huntington Station NY, 11746
NYS Resident add 8.625% Sales Tax (Or Prevailing Rate)

** $10.00 Shipping & Handling to
    Lower 48 States** 
** $25.00 Shipping & Handling to
    Alaska, Hawaii, Puerto Rico**

These are replacement parts for purchase. Pictures do not represent contents of set.
Visit Our Website For More Information or to Check Out Our Other Great Shooting Accessories: www.hyskore.com

Parts List & Pricing:
30100 - 1      Foam Pads for Vise - 4 pcs     $ 10.00
30100 - 2      Floor Plates for Vise (1x25mm & 1x38mm)  - 2 pcs  $ 10.00
30100 - 3      Protective Pad Set - 10 pcs    $ 10.00
30100 - 4      Barrel Foam “V” Block Set - 1 set         $   7.50
30100 - 5      M-12 Radius Lock Knob & Washers - 2 pcs   $ 10.00
30100 - 6      M-12 Insert Lock Nuts - 6 pcs    $   7.50
30100 - 7      M-16 Hex Nuts M-16 x 200mm - Center Support & Trim Collar       $ 12.50
30100 - 8      Hand Wheel - 1 pc                     $ 12.50
30100 - 9      M-12 Leveling Jack & Locking Collar - 2 sets                 $ 10.00
30100 - 10    #51103 Thrust Bearing Set - 2 sets     $ 12.50
30100 - 11    M-16 x 70mm Hex Bolt     $   5.00
30100 - 12    M8 x 20mm Lock-up Knobs - 6 pcs    $ 12.50
30100 - 13    Vise Set Complete     $ 42.50
30100 - 14    Platform - 1 pc      $ 15.00
30100 - 15    Parts Tray        $   7.50
30100 - 16    50mm Diameter Day Glow Markers - 24 pc   $   5.00  
30100 - 17    V Notch & Locking Collar     $ 12.50
30100 - 18   M-12 Left Thread Hex Nut - 2pc    $   7.50
30100 - 19   Pivoting Locking Knobs - 2pcs M8 x 20   $   7.50

360º Rotation

Assembly

Assembly

M-16 Nut

Trim Collar

M-16 Rod

Bearing Set

The hole in the radius plate must align with the
hole in the cradle. If it doesn’t the radius plate is
upside down.

Pay close attention to this step!!! To avoid damage,
the hand wheels for the vises are not factory 
installed. Important both the hand wheel and the 
lock nuts that keep them fixed in place are M12 
left hand thread. This means that they must be 
turned counter clockwise to engage and thread 
together. 

11

15

13

Now, also by turning counter clockwise, thread a 
hand wheel on to the screw shaft until 1/8 - 1/4” of 
shaft is visible. Turn the nut from Step 12 until it 
contacts the hub of the hand wheel. Grasp the hand
wheel in one hand, grasp the nut with a wrench. Using
hand pressure, tighten the hand wheel against the nut
until snug. - Repeat if the hand wheel loosens. You
can also use locktite for a more permanent installation.
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14

One or two drops of acid free machine oil (sewing
machine oil works well) at each of the 4 points
indicated will make the vise operate easily.

1A & 1B
2
3
4
5
6
7
8
9

10
11
12
13
14

15A
15B

16
17
18
19
20
21
22
23
24
25

26A
26B

27
28

Thrust Bearing Sets #51103
Parts Tray
Base
Cradle
M-16 Hex Nuts - 4pcs
M-12 Locking Collars 5pcs
M10 x 20 Hex Bolts w/ Flat & Lock Washers
M-16 x 70mm Hex Bolt
M-16 x 200mm Center Pivot
M-12 x 265mm Hinge Bolt w/ M-12 Lock & Nut & 2 Flat Washers
Trim Collar
Radius Plate
Base for V-Notch
V-Notch
Axial Rail Right
Axial Rail Left
Magnetic Vial Spirit Level
M-12 Leveling Jacks - 4pcs
Axial Rail Locking Knobs M-12 x 20 - 2pcs
Foam V Block Set
Vise Floor Plate 25mm - 2pcs
Vise Floor Plate 38mm - 2pcs
Position Locking Knobs For Vises - 4pcs M6 x 20
Rear Pedestal
M-12 Left Hand Nuts 2pcs
Hand Wheels Left Hand Thread - 2pcs
Vise
Vise
(Not Pictured) 50mm Orange Marker Dots - 24pcs
Position Locking Knobs - 2pcs M8 x 20

30100 Master Armorer’s Vise Contents
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MASTER ARMORER’S VISE
& SIGHTING REST

*Gun & Rest Bag Not Included

*Gun Not Included

*Gun Not Included

*Gun Not Included

*Gun & Rest Bag Not Included!

7 8

Left Hand
Thread

Left Hand
Hex Nut

*Gun Not Included

360º Rotation

The bushings on each rail assembly are positioned 
differently so that when fitted together they interlock
like a door hinge. Now, from the radius plate end
of the cradle, put a washer on the 12mm x 16” bolt 
and thread it through the cradle,rail assembly
bushings and the other end of cradle .Put a washer
over the end and secure with the 12mm insert hex 
nut. Tighten until flush with the end of the nut.

Bushings

10

Pivot the 2 rail assemblies so that the bushings
(tubes). Align and fit as pictured. When this is
done and the exteriors of the tubes are aligned,
(like a door hinge) the hole through the bushings
will align with the holes in the cradle and radius
plate. 
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WARRANTY AND DISCLAIMERS
HYSKORE®/Power Aisle, Inc. guarantees that its products are free from defects in material and workmanship for a period of 90 days from the original 
date of purchase. For electronic items (anything that requires a battery), the warranty period is also 90 days. This Warranty applies to non-commercial 
use only. Commercial use voids this warranty. In the event of any defects in material or workmanship, HYSKORE®/Power Aisle, Inc.’s sole liability 
therefore shall be the replacement of any such product(s) and/or components that are defective in material or workmanship. The replacement of any 
such product(s) and/or components shall be HYSKORE®/Power Aisle, Inc.’s sole responsibility. This warranty specifically excludes any and all 
consequential or accidental damages. No other warranties or liabilities whatsoever are either expressed or implied. If any such warranties shall be 
imposed by law, not withstanding this provision, then such warranties shall be the responsibility of HYSKORE®/Power Aisle, Inc.’s immediate buyer. 
There shall be no warranties of merchantability, use of trade, or fitness for a particular purpose. Alteration of any product, misuse, or exceeding any 
stated product limitations voids this warranty. All returns, adjustments, etc. are the responsibility of the retailer/dealer that sold the product. HYSKORE®/
Power Aisle, Inc. handles return issues through it’s dealers. It should be obvious when using some of these products that approved protective safety gear, 
including, but not limited to, eye and ear protection, should be utilized. Using the appropriate safety gear is the sole responsibility of the person(s) using 
the product. It should also be obvious that certain products such as silica gel, etc. must not be consumed, inhaled or taken internally. The user takes full 
responsibility for inappropriate or incorrect use of these items. In the event an inadvertent event takes place, Material Safety Data Sheets (MSDS) are 
available on the HYSKORE® website. www.hyskore.com. We do not sell guns, scopes, ammunition, cleaning accessories, etc. These accessories are 
used in many of our product pictures, as props to illustrate how the products are used. As such, they are not included with any product. All photographs, 
drawings, copy, instructions, etc. are the exclusive property of HYSKORE®/Power Aisle, Inc. All downloadable files are intended for the use of the end 
user of HYSKORE®/Power Aisle, Inc.’s products and cannot be reproduced without the express written permission of HYSKORE®/Power Aisle, Inc. 



Fitting the Rail Assembies
Identify the 2 M-12 threaded holes on each rail set 
and the next to last (lower) round hole in the radius 
plate (B). Align the inner M-12 hole (A) on each 
rail set with each of these holes inset and tighten 
the M-12x20 locking knobs.

A

A

B B
This is the 3-5 shot zeroing configuration for
firing your group. Note that when firing the gun
the vise jaws are open and the gun is free to
move with the recoil. 

IMPORTANT: In order to avoid injury or damage
the vise must be open - not clamped to the gun - 
when firing the sighting shots.

# 30100
Hyskore®

Always use appropriate eye and/or ear protection when using this device!

The Hyskore Master Armorer’s Vise is the most versatile long gun maintenance fixture 
available any place. It rotates 360º and has 2 self centering foam padded vises that 
adjust to any length weapon. The vises ride on opposed sets of rails with a wide range
of angular adjustment. This allows an AR-15 upper receiver to pivot away from the
lower receiver with both halves firmly secured. The rails supporting the vises can be
angled upwards so that any gun, even with a scope can be securely inverted for working
on the underside. 
As a bonus, a “V” notch gun support and padded platform are furnished so that the vise 
can be used for 3 - 5 shot sighting in or as a shooting rest. The platform can be angled
to match the drop at the heel to provide more contact area for the butt stock.

In the course of shipping and packing, parts may end up missing or damaged-
call us at 631.673.5975. 8:30 a.m. - 5:00 p.m. Eastern Time. We will promptly send replacements.

For parts or technical support contact:

Introduction
    Strong Suggestion !

READ THIS ENTIRE MANUAL BEFORE USING THE REST!
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The HYSKORE® #30100 Master Armorer’s Vise is designed to provide maximum ease
and flexibility in long gun maintenance. It has also been designed with an awareness of the 
growing popularity of AR-15 style weapons, and their unique characteristics.  The fixture 
features a pair of self-centering vises that ride on opposed sets of canter levered rails which 
can be independently adjusted to a wide range of included angles. For bolt, lever, pump, and 
semi-automatic action guns this means that both the fore and aft ends of the gun can be 
secured in padded vises and then the entire set tilted forward so that the barrel is angled 
downward. This is the ideal position for cleaning. Not only does it allow for cleaning 
from the breach toward the muzzle, which is the recommended procedure by all firearms 
manufacturers, but it also prevents cleaning solutions and debris from running back into 
the action.

For AR-15 style guns the fixture is absolutely the best. After removal of the rear take down 
pin the fore and aft ends of the gun can be clamped in their respective vises and then each 
vise can be independently angled so that the breech end of the upper receiver is open to 
maximum exposure and held securely in that position. This permits easy removal and 
cleaning of all key components while the gun is solidly supported. This particular feature 
also adapts well to break action shotguns.

The vises are particularly unique in that they are self-centering. This means that when you 
turn the hand crank both halves of the vise move either in or out at exactly the same rate, as 
opposed to a conventional vise where one jaw remains stationery and the other one moves.  
The work (in this case the weapon), regardless of the thickness, is always centered and both 
vises automatically align with each other on center. In addition, the jaws of the vises are foam 
padded with a removable padded floor plate to protect the lower surfaces of the gun. A special 
foam barrel block insert that fits within the jaws of the vise to permit clamping of a barrel or a 
barreled action is also included.

When placed on a standard 30” or 36” high table or bench the fixture is exactly the right 
height for easy access to all areas of a gun, and it rotates through 360° to permit access to the 
entire weapon. Each vise support can be angled upward so that a gun with a scope can be 
inverted to perform work on the underside. The rails that the vises ride on are long enough to 
accommodate any length conventional gun and the fixture can be leveled with 4 locking 
levelers or it can be anchored to a bench top.

The set can also double as a shooting rest and zeroing in platform. Simply replace the 
central support pedestal with the (supplied) hex bolt and replace the vises with the V-notch 
assembly and platform, and you are ready to go. The platform assembly can be tilted at an 
angle that is equal to the drop at the heel so the stock can securely rest on a sandbag. For 
3 shot sighting in (instructions on following pages) simply replace the platform with a vise.
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This is the basic cleaning configuration for an AR-15. Needless to say, a visual and 
tactile examination of the gun to insure that it is unloaded is appropriate before 

engaging in any cleaning or maintenance activity. The round holes in the radius plate
are for adjusting the angle of the rails to fixed  “memory” positions. The curved slots
allow adjustment to any angle that suits. The entire upper assembly is designed to

rotate 360º to provide access to any point on the gun. Gun cleaning instructions are
not within the scope of this manual - in other words - you’re on your own.

Shooting rest configuration.

1 2

4

You will need 2 adjustable wrenches either 
8” or 10”.

To stabilize the base for cleaning and maintenance, 
there are 4 anchor tabs that can be secured to a 
board or bench top using #14 sheet metal screws. 
For sighting in use the 4 leveling jacks.

For the vise set up, screw the 200mm/8 inch M-16 
threaded rod into the base until it is flush with the 
bottom of the base. Run an M-16 hex nut down the 
rod and tighten to fix the rod in place. Place the trim
collar and one bearing set over the M-16 rod. 

Tighten the M-16 nut until snug (5-8 lbs ft torque) 
to prevent the rod from turning.

Slide the cradle over the threaded rod. Place the 
other bearing set over the cradle.Secure using 2 
hex nuts - Tighten the lower nut until it makes full
contact with the bearing then back it off 10º (1/36
turn) +/-. Hold it in that location with a wrench. 
Using a second wrench tighten the second nut
against the lower to lock it in place.

5

Mount the radius plate to the inside of the cradle
using the 2 M8x20mm bolts, flat & lock washers. 
Make sure that the 12mm hole in the cradle aligns
with the 12mm hole in the radius plate.

6

3
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For the shooting rest set up, remove both vises 
and replace with the platform and “V” notch 
assembly. Firing a gun while clamped in a vise(s)
may result in damage to the fixture, damage to 
the weapon and possible injury to the shooter.
Abusing the fixture as such and/or adding any 
weight or any restraint to absorb recoil likewise 
can result in damage and/or injury.

19 20

12

The left hand nuts have a yellow finish and are 
packed in the same package as the hand wheels - 
It would be a good idea not to misplace them. By 
turning counter clockwise, thread a nut on to the 
screw shaft of the vise. 

Barrel Blocks: A pair of foam insert blocks with a 
longitudinal “V” notch is included. At times it may
be necessary to grip the barrel (or a barreled action) 
in one of the vises. By placing the notches on either 
side of the barrel and then placing it into the vise, the 
barrel can be firmly held in place. Do not use on a hot 
barrel - maximum safe temperature is 150º. Since guns 
typically are manufactured with a barrel at only one end
the set is supplied with one (1) set of barrel blocks.

How a barrel is gripped.

Each vise is supplied with foam padded floor plates
which ride beneath the jaws so that the vise can 
close fully. The floor plate hooks over one end of 
the vise frame so that it can be removed or swung 
out of the way, but still remain on the vise. Use 
either the narrow or wide floor plate depending on 
the width of the gun.

Use the M8 x 20 lockup knobs to prevent the rest
from rotating.

4

Step 1: Make a target. We suggest using a marker to make a cross + on a piece of plain white 
paper (or the back side of a standard target) or visit www.hyskore.com to download the target shown. 
This will make it much easier to identify the center of the point of aim. Set the target 25 - 50' away. 
Step 2: Shoot a 3 - 5 shot group using the rest as pictured. At this point UNLOAD THE GUN.
If your group is off the paper move the target closer to the gun. 
Step 3: Mark Center of group. The high visibility dots we have supplied work best!

Step 1: Make a Target Step 3: Mark Center of Group 

Step 2: Shoot a 3 - 5 Shot Group & Unload Gun
© 2009 visit our website: www.hyskore.com
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Step 4: With Gun Unloaded - Place it in the center of the vise & clamp it in place. 
Locate the vise in the same approximate location as when you fired your group. 
Remove the adjusting caps from the sight. Step 5: Using the elevation adjustments 
on the rest and by moving the rest from side to side set the reticle on the center of 
the + mark (Target). Step 6: (THIS IS VERY IMPORTANT) WITHOUT MOVING 
THE GUN OR VISE adjust the windage & elevation on the sight until the reticle is 
centered on the mark at the center of the group. THE GUN IS NOW SIGHTED IN !

Warning: The gun should be unloaded

when clamped in the vise. In addition to

presenting a safety hazard, firing the gun

from the clamped vise may result in

damage to the gun & vise!

Step 4: Unload Gun and Clamp it in Vise.

Step 5: Set the vise in the same location as when 
you fired. Adjust vise so that reticle is on the + Mark.

Step 6: Without moving the vise adjust sight
until the reticle is on the center of the group.
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• REPLACEMENT PARTS •

Send Check or Money Order with Phone Number to:
Hyskore® / Power Aisle,  Inc.
193 West Hills Rd.
Huntington Station NY, 11746
NYS Resident add 8.625% Sales Tax (Or Prevailing Rate)

** $10.00 Shipping & Handling to
    Lower 48 States** 
** $25.00 Shipping & Handling to
    Alaska, Hawaii, Puerto Rico**

These are replacement parts for purchase. Pictures do not represent contents of set.
Visit Our Website For More Information or to Check Out Our Other Great Shooting Accessories: www.hyskore.com

Parts List & Pricing:
30100 - 1      Foam Pads for Vise - 4 pcs     $ 10.00
30100 - 2      Floor Plates for Vise (1x25mm & 1x38mm)  - 2 pcs  $ 10.00
30100 - 3      Protective Pad Set - 10 pcs    $ 10.00
30100 - 4      Barrel Foam “V” Block Set - 1 set         $   7.50
30100 - 5      M-12 Radius Lock Knob & Washers - 2 pcs   $ 10.00
30100 - 6      M-12 Insert Lock Nuts - 6 pcs    $   7.50
30100 - 7      M-16 Hex Nuts M-16 x 200mm - Center Support & Trim Collar       $ 12.50
30100 - 8      Hand Wheel - 1 pc                     $ 12.50
30100 - 9      M-12 Leveling Jack & Locking Collar - 2 sets                 $ 10.00
30100 - 10    #51103 Thrust Bearing Set - 2 sets     $ 12.50
30100 - 11    M-16 x 70mm Hex Bolt     $   5.00
30100 - 12    M8 x 20mm Lock-up Knobs - 6 pcs    $ 12.50
30100 - 13    Vise Set Complete     $ 42.50
30100 - 14    Platform - 1 pc      $ 15.00
30100 - 15    Parts Tray        $   7.50
30100 - 16    50mm Diameter Day Glow Markers - 24 pc   $   5.00  
30100 - 17    V Notch & Locking Collar     $ 12.50
30100 - 18   M-12 Left Thread Hex Nut - 2pc    $   7.50
30100 - 19   Pivoting Locking Knobs - 2pcs M8 x 20   $   7.50

360º Rotation

Assembly

Assembly

M-16 Nut

Trim Collar

M-16 Rod

Bearing Set

The hole in the radius plate must align with the
hole in the cradle. If it doesn’t the radius plate is
upside down.

Pay close attention to this step!!! To avoid damage,
the hand wheels for the vises are not factory 
installed. Important both the hand wheel and the 
lock nuts that keep them fixed in place are M12 
left hand thread. This means that they must be 
turned counter clockwise to engage and thread 
together. 

11

15

13

Now, also by turning counter clockwise, thread a 
hand wheel on to the screw shaft until 1/8 - 1/4” of 
shaft is visible. Turn the nut from Step 12 until it 
contacts the hub of the hand wheel. Grasp the hand
wheel in one hand, grasp the nut with a wrench. Using
hand pressure, tighten the hand wheel against the nut
until snug. - Repeat if the hand wheel loosens. You
can also use locktite for a more permanent installation.

1

4

3

2

16

14

One or two drops of acid free machine oil (sewing
machine oil works well) at each of the 4 points
indicated will make the vise operate easily.

1A & 1B
2
3
4
5
6
7
8
9

10
11
12
13
14

15A
15B

16
17
18
19
20
21
22
23
24
25

26A
26B

27
28

Thrust Bearing Sets #51103
Parts Tray
Base
Cradle
M-16 Hex Nuts - 4pcs
M-12 Locking Collars 5pcs
M10 x 20 Hex Bolts w/ Flat & Lock Washers
M-16 x 70mm Hex Bolt
M-16 x 200mm Center Pivot
M-12 x 265mm Hinge Bolt w/ M-12 Lock & Nut & 2 Flat Washers
Trim Collar
Radius Plate
Base for V-Notch
V-Notch
Axial Rail Right
Axial Rail Left
Magnetic Vial Spirit Level
M-12 Leveling Jacks - 4pcs
Axial Rail Locking Knobs M-12 x 20 - 2pcs
Foam V Block Set
Vise Floor Plate 25mm - 2pcs
Vise Floor Plate 38mm - 2pcs
Position Locking Knobs For Vises - 4pcs M6 x 20
Rear Pedestal
M-12 Left Hand Nuts 2pcs
Hand Wheels Left Hand Thread - 2pcs
Vise
Vise
(Not Pictured) 50mm Orange Marker Dots - 24pcs
Position Locking Knobs - 2pcs M8 x 20

30100 Master Armorer’s Vise Contents
2
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6

15A
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15B 25

24

20 21
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14

13

11

7

12

8
9

10

28

22

26A 26B
23

1A 1B

3

MASTER ARMORER’S VISE
& SIGHTING REST

*Gun & Rest Bag Not Included

*Gun Not Included

*Gun Not Included

*Gun Not Included

*Gun & Rest Bag Not Included!

7 8

Left Hand
Thread

Left Hand
Hex Nut

*Gun Not Included

360º Rotation

The bushings on each rail assembly are positioned 
differently so that when fitted together they interlock
like a door hinge. Now, from the radius plate end
of the cradle, put a washer on the 12mm x 16” bolt 
and thread it through the cradle,rail assembly
bushings and the other end of cradle .Put a washer
over the end and secure with the 12mm insert hex 
nut. Tighten until flush with the end of the nut.

Bushings

10

Pivot the 2 rail assemblies so that the bushings
(tubes). Align and fit as pictured. When this is
done and the exteriors of the tubes are aligned,
(like a door hinge) the hole through the bushings
will align with the holes in the cradle and radius
plate. 

9

17 18

WARRANTY AND DISCLAIMERS
HYSKORE®/Power Aisle, Inc. guarantees that its products are free from defects in material and workmanship for a period of 90 days from the original 
date of purchase. For electronic items (anything that requires a battery), the warranty period is also 90 days. This Warranty applies to non-commercial 
use only. Commercial use voids this warranty. In the event of any defects in material or workmanship, HYSKORE®/Power Aisle, Inc.’s sole liability 
therefore shall be the replacement of any such product(s) and/or components that are defective in material or workmanship. The replacement of any 
such product(s) and/or components shall be HYSKORE®/Power Aisle, Inc.’s sole responsibility. This warranty specifically excludes any and all 
consequential or accidental damages. No other warranties or liabilities whatsoever are either expressed or implied. If any such warranties shall be 
imposed by law, not withstanding this provision, then such warranties shall be the responsibility of HYSKORE®/Power Aisle, Inc.’s immediate buyer. 
There shall be no warranties of merchantability, use of trade, or fitness for a particular purpose. Alteration of any product, misuse, or exceeding any 
stated product limitations voids this warranty. All returns, adjustments, etc. are the responsibility of the retailer/dealer that sold the product. HYSKORE®/
Power Aisle, Inc. handles return issues through it’s dealers. It should be obvious when using some of these products that approved protective safety gear, 
including, but not limited to, eye and ear protection, should be utilized. Using the appropriate safety gear is the sole responsibility of the person(s) using 
the product. It should also be obvious that certain products such as silica gel, etc. must not be consumed, inhaled or taken internally. The user takes full 
responsibility for inappropriate or incorrect use of these items. In the event an inadvertent event takes place, Material Safety Data Sheets (MSDS) are 
available on the HYSKORE® website. www.hyskore.com. We do not sell guns, scopes, ammunition, cleaning accessories, etc. These accessories are 
used in many of our product pictures, as props to illustrate how the products are used. As such, they are not included with any product. All photographs, 
drawings, copy, instructions, etc. are the exclusive property of HYSKORE®/Power Aisle, Inc. All downloadable files are intended for the use of the end 
user of HYSKORE®/Power Aisle, Inc.’s products and cannot be reproduced without the express written permission of HYSKORE®/Power Aisle, Inc. 



Fitting the Rail Assembies
Identify the 2 M-12 threaded holes on each rail set 
and the next to last (lower) round hole in the radius 
plate (B). Align the inner M-12 hole (A) on each 
rail set with each of these holes inset and tighten 
the M-12x20 locking knobs.

A

A

B B
This is the 3-5 shot zeroing configuration for
firing your group. Note that when firing the gun
the vise jaws are open and the gun is free to
move with the recoil. 

IMPORTANT: In order to avoid injury or damage
the vise must be open - not clamped to the gun - 
when firing the sighting shots.

# 30100
Hyskore®

Always use appropriate eye and/or ear protection when using this device!

The Hyskore Master Armorer’s Vise is the most versatile long gun maintenance fixture 
available any place. It rotates 360º and has 2 self centering foam padded vises that 
adjust to any length weapon. The vises ride on opposed sets of rails with a wide range
of angular adjustment. This allows an AR-15 upper receiver to pivot away from the
lower receiver with both halves firmly secured. The rails supporting the vises can be
angled upwards so that any gun, even with a scope can be securely inverted for working
on the underside. 
As a bonus, a “V” notch gun support and padded platform are furnished so that the vise 
can be used for 3 - 5 shot sighting in or as a shooting rest. The platform can be angled
to match the drop at the heel to provide more contact area for the butt stock.

In the course of shipping and packing, parts may end up missing or damaged-
call us at 631.673.5975. 8:30 a.m. - 5:00 p.m. Eastern Time. We will promptly send replacements.

For parts or technical support contact:

Introduction
    Strong Suggestion !

READ THIS ENTIRE MANUAL BEFORE USING THE REST!
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The HYSKORE® #30100 Master Armorer’s Vise is designed to provide maximum ease
and flexibility in long gun maintenance. It has also been designed with an awareness of the 
growing popularity of AR-15 style weapons, and their unique characteristics.  The fixture 
features a pair of self-centering vises that ride on opposed sets of canter levered rails which 
can be independently adjusted to a wide range of included angles. For bolt, lever, pump, and 
semi-automatic action guns this means that both the fore and aft ends of the gun can be 
secured in padded vises and then the entire set tilted forward so that the barrel is angled 
downward. This is the ideal position for cleaning. Not only does it allow for cleaning 
from the breach toward the muzzle, which is the recommended procedure by all firearms 
manufacturers, but it also prevents cleaning solutions and debris from running back into 
the action.

For AR-15 style guns the fixture is absolutely the best. After removal of the rear take down 
pin the fore and aft ends of the gun can be clamped in their respective vises and then each 
vise can be independently angled so that the breech end of the upper receiver is open to 
maximum exposure and held securely in that position. This permits easy removal and 
cleaning of all key components while the gun is solidly supported. This particular feature 
also adapts well to break action shotguns.

The vises are particularly unique in that they are self-centering. This means that when you 
turn the hand crank both halves of the vise move either in or out at exactly the same rate, as 
opposed to a conventional vise where one jaw remains stationery and the other one moves.  
The work (in this case the weapon), regardless of the thickness, is always centered and both 
vises automatically align with each other on center. In addition, the jaws of the vises are foam 
padded with a removable padded floor plate to protect the lower surfaces of the gun. A special 
foam barrel block insert that fits within the jaws of the vise to permit clamping of a barrel or a 
barreled action is also included.

When placed on a standard 30” or 36” high table or bench the fixture is exactly the right 
height for easy access to all areas of a gun, and it rotates through 360° to permit access to the 
entire weapon. Each vise support can be angled upward so that a gun with a scope can be 
inverted to perform work on the underside. The rails that the vises ride on are long enough to 
accommodate any length conventional gun and the fixture can be leveled with 4 locking 
levelers or it can be anchored to a bench top.

The set can also double as a shooting rest and zeroing in platform. Simply replace the 
central support pedestal with the (supplied) hex bolt and replace the vises with the V-notch 
assembly and platform, and you are ready to go. The platform assembly can be tilted at an 
angle that is equal to the drop at the heel so the stock can securely rest on a sandbag. For 
3 shot sighting in (instructions on following pages) simply replace the platform with a vise.
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This is the basic cleaning configuration for an AR-15. Needless to say, a visual and 
tactile examination of the gun to insure that it is unloaded is appropriate before 

engaging in any cleaning or maintenance activity. The round holes in the radius plate
are for adjusting the angle of the rails to fixed  “memory” positions. The curved slots
allow adjustment to any angle that suits. The entire upper assembly is designed to

rotate 360º to provide access to any point on the gun. Gun cleaning instructions are
not within the scope of this manual - in other words - you’re on your own.

Shooting rest configuration.

1 2

4

You will need 2 adjustable wrenches either 
8” or 10”.

To stabilize the base for cleaning and maintenance, 
there are 4 anchor tabs that can be secured to a 
board or bench top using #14 sheet metal screws. 
For sighting in use the 4 leveling jacks.

For the vise set up, screw the 200mm/8 inch M-16 
threaded rod into the base until it is flush with the 
bottom of the base. Run an M-16 hex nut down the 
rod and tighten to fix the rod in place. Place the trim
collar and one bearing set over the M-16 rod. 

Tighten the M-16 nut until snug (5-8 lbs ft torque) 
to prevent the rod from turning.

Slide the cradle over the threaded rod. Place the 
other bearing set over the cradle.Secure using 2 
hex nuts - Tighten the lower nut until it makes full
contact with the bearing then back it off 10º (1/36
turn) +/-. Hold it in that location with a wrench. 
Using a second wrench tighten the second nut
against the lower to lock it in place.

5

Mount the radius plate to the inside of the cradle
using the 2 M8x20mm bolts, flat & lock washers. 
Make sure that the 12mm hole in the cradle aligns
with the 12mm hole in the radius plate.

6

3

Page 5

For the shooting rest set up, remove both vises 
and replace with the platform and “V” notch 
assembly. Firing a gun while clamped in a vise(s)
may result in damage to the fixture, damage to 
the weapon and possible injury to the shooter.
Abusing the fixture as such and/or adding any 
weight or any restraint to absorb recoil likewise 
can result in damage and/or injury.

19 20

12

The left hand nuts have a yellow finish and are 
packed in the same package as the hand wheels - 
It would be a good idea not to misplace them. By 
turning counter clockwise, thread a nut on to the 
screw shaft of the vise. 

Barrel Blocks: A pair of foam insert blocks with a 
longitudinal “V” notch is included. At times it may
be necessary to grip the barrel (or a barreled action) 
in one of the vises. By placing the notches on either 
side of the barrel and then placing it into the vise, the 
barrel can be firmly held in place. Do not use on a hot 
barrel - maximum safe temperature is 150º. Since guns 
typically are manufactured with a barrel at only one end
the set is supplied with one (1) set of barrel blocks.

How a barrel is gripped.

Each vise is supplied with foam padded floor plates
which ride beneath the jaws so that the vise can 
close fully. The floor plate hooks over one end of 
the vise frame so that it can be removed or swung 
out of the way, but still remain on the vise. Use 
either the narrow or wide floor plate depending on 
the width of the gun.

Use the M8 x 20 lockup knobs to prevent the rest
from rotating.

4

Step 1: Make a target. We suggest using a marker to make a cross + on a piece of plain white 
paper (or the back side of a standard target) or visit www.hyskore.com to download the target shown. 
This will make it much easier to identify the center of the point of aim. Set the target 25 - 50' away. 
Step 2: Shoot a 3 - 5 shot group using the rest as pictured. At this point UNLOAD THE GUN.
If your group is off the paper move the target closer to the gun. 
Step 3: Mark Center of group. The high visibility dots we have supplied work best!

Step 1: Make a Target Step 3: Mark Center of Group 

Step 2: Shoot a 3 - 5 Shot Group & Unload Gun
© 2009 visit our website: www.hyskore.com
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Step 4: With Gun Unloaded - Place it in the center of the vise & clamp it in place. 
Locate the vise in the same approximate location as when you fired your group. 
Remove the adjusting caps from the sight. Step 5: Using the elevation adjustments 
on the rest and by moving the rest from side to side set the reticle on the center of 
the + mark (Target). Step 6: (THIS IS VERY IMPORTANT) WITHOUT MOVING 
THE GUN OR VISE adjust the windage & elevation on the sight until the reticle is 
centered on the mark at the center of the group. THE GUN IS NOW SIGHTED IN !

Warning: The gun should be unloaded

when clamped in the vise. In addition to

presenting a safety hazard, firing the gun

from the clamped vise may result in

damage to the gun & vise!

Step 4: Unload Gun and Clamp it in Vise.

Step 5: Set the vise in the same location as when 
you fired. Adjust vise so that reticle is on the + Mark.

Step 6: Without moving the vise adjust sight
until the reticle is on the center of the group.
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• REPLACEMENT PARTS •

Send Check or Money Order with Phone Number to:
Hyskore® / Power Aisle,  Inc.
193 West Hills Rd.
Huntington Station NY, 11746
NYS Resident add 8.625% Sales Tax (Or Prevailing Rate)

** $10.00 Shipping & Handling to
    Lower 48 States** 
** $25.00 Shipping & Handling to
    Alaska, Hawaii, Puerto Rico**

These are replacement parts for purchase. Pictures do not represent contents of set.
Visit Our Website For More Information or to Check Out Our Other Great Shooting Accessories: www.hyskore.com

Parts List & Pricing:
30100 - 1      Foam Pads for Vise - 4 pcs     $ 10.00
30100 - 2      Floor Plates for Vise (1x25mm & 1x38mm)  - 2 pcs  $ 10.00
30100 - 3      Protective Pad Set - 10 pcs    $ 10.00
30100 - 4      Barrel Foam “V” Block Set - 1 set         $   7.50
30100 - 5      M-12 Radius Lock Knob & Washers - 2 pcs   $ 10.00
30100 - 6      M-12 Insert Lock Nuts - 6 pcs    $   7.50
30100 - 7      M-16 Hex Nuts M-16 x 200mm - Center Support & Trim Collar       $ 12.50
30100 - 8      Hand Wheel - 1 pc                     $ 12.50
30100 - 9      M-12 Leveling Jack & Locking Collar - 2 sets                 $ 10.00
30100 - 10    #51103 Thrust Bearing Set - 2 sets     $ 12.50
30100 - 11    M-16 x 70mm Hex Bolt     $   5.00
30100 - 12    M8 x 20mm Lock-up Knobs - 6 pcs    $ 12.50
30100 - 13    Vise Set Complete     $ 42.50
30100 - 14    Platform - 1 pc      $ 15.00
30100 - 15    Parts Tray        $   7.50
30100 - 16    50mm Diameter Day Glow Markers - 24 pc   $   5.00  
30100 - 17    V Notch & Locking Collar     $ 12.50
30100 - 18   M-12 Left Thread Hex Nut - 2pc    $   7.50
30100 - 19   Pivoting Locking Knobs - 2pcs M8 x 20   $   7.50

360º Rotation

Assembly

Assembly

M-16 Nut

Trim Collar

M-16 Rod

Bearing Set

The hole in the radius plate must align with the
hole in the cradle. If it doesn’t the radius plate is
upside down.

Pay close attention to this step!!! To avoid damage,
the hand wheels for the vises are not factory 
installed. Important both the hand wheel and the 
lock nuts that keep them fixed in place are M12 
left hand thread. This means that they must be 
turned counter clockwise to engage and thread 
together. 

11

15

13

Now, also by turning counter clockwise, thread a 
hand wheel on to the screw shaft until 1/8 - 1/4” of 
shaft is visible. Turn the nut from Step 12 until it 
contacts the hub of the hand wheel. Grasp the hand
wheel in one hand, grasp the nut with a wrench. Using
hand pressure, tighten the hand wheel against the nut
until snug. - Repeat if the hand wheel loosens. You
can also use locktite for a more permanent installation.

1

4

3

2

16

14

One or two drops of acid free machine oil (sewing
machine oil works well) at each of the 4 points
indicated will make the vise operate easily.

1A & 1B
2
3
4
5
6
7
8
9

10
11
12
13
14

15A
15B

16
17
18
19
20
21
22
23
24
25

26A
26B

27
28

Thrust Bearing Sets #51103
Parts Tray
Base
Cradle
M-16 Hex Nuts - 4pcs
M-12 Locking Collars 5pcs
M10 x 20 Hex Bolts w/ Flat & Lock Washers
M-16 x 70mm Hex Bolt
M-16 x 200mm Center Pivot
M-12 x 265mm Hinge Bolt w/ M-12 Lock & Nut & 2 Flat Washers
Trim Collar
Radius Plate
Base for V-Notch
V-Notch
Axial Rail Right
Axial Rail Left
Magnetic Vial Spirit Level
M-12 Leveling Jacks - 4pcs
Axial Rail Locking Knobs M-12 x 20 - 2pcs
Foam V Block Set
Vise Floor Plate 25mm - 2pcs
Vise Floor Plate 38mm - 2pcs
Position Locking Knobs For Vises - 4pcs M6 x 20
Rear Pedestal
M-12 Left Hand Nuts 2pcs
Hand Wheels Left Hand Thread - 2pcs
Vise
Vise
(Not Pictured) 50mm Orange Marker Dots - 24pcs
Position Locking Knobs - 2pcs M8 x 20

30100 Master Armorer’s Vise Contents
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MASTER ARMORER’S VISE
& SIGHTING REST

*Gun & Rest Bag Not Included

*Gun Not Included

*Gun Not Included

*Gun Not Included

*Gun & Rest Bag Not Included!

7 8

Left Hand
Thread

Left Hand
Hex Nut

*Gun Not Included

360º Rotation

The bushings on each rail assembly are positioned 
differently so that when fitted together they interlock
like a door hinge. Now, from the radius plate end
of the cradle, put a washer on the 12mm x 16” bolt 
and thread it through the cradle,rail assembly
bushings and the other end of cradle .Put a washer
over the end and secure with the 12mm insert hex 
nut. Tighten until flush with the end of the nut.

Bushings

10

Pivot the 2 rail assemblies so that the bushings
(tubes). Align and fit as pictured. When this is
done and the exteriors of the tubes are aligned,
(like a door hinge) the hole through the bushings
will align with the holes in the cradle and radius
plate. 
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WARRANTY AND DISCLAIMERS
HYSKORE®/Power Aisle, Inc. guarantees that its products are free from defects in material and workmanship for a period of 90 days from the original 
date of purchase. For electronic items (anything that requires a battery), the warranty period is also 90 days. This Warranty applies to non-commercial 
use only. Commercial use voids this warranty. In the event of any defects in material or workmanship, HYSKORE®/Power Aisle, Inc.’s sole liability 
therefore shall be the replacement of any such product(s) and/or components that are defective in material or workmanship. The replacement of any 
such product(s) and/or components shall be HYSKORE®/Power Aisle, Inc.’s sole responsibility. This warranty specifically excludes any and all 
consequential or accidental damages. No other warranties or liabilities whatsoever are either expressed or implied. If any such warranties shall be 
imposed by law, not withstanding this provision, then such warranties shall be the responsibility of HYSKORE®/Power Aisle, Inc.’s immediate buyer. 
There shall be no warranties of merchantability, use of trade, or fitness for a particular purpose. Alteration of any product, misuse, or exceeding any 
stated product limitations voids this warranty. All returns, adjustments, etc. are the responsibility of the retailer/dealer that sold the product. HYSKORE®/
Power Aisle, Inc. handles return issues through it’s dealers. It should be obvious when using some of these products that approved protective safety gear, 
including, but not limited to, eye and ear protection, should be utilized. Using the appropriate safety gear is the sole responsibility of the person(s) using 
the product. It should also be obvious that certain products such as silica gel, etc. must not be consumed, inhaled or taken internally. The user takes full 
responsibility for inappropriate or incorrect use of these items. In the event an inadvertent event takes place, Material Safety Data Sheets (MSDS) are 
available on the HYSKORE® website. www.hyskore.com. We do not sell guns, scopes, ammunition, cleaning accessories, etc. These accessories are 
used in many of our product pictures, as props to illustrate how the products are used. As such, they are not included with any product. All photographs, 
drawings, copy, instructions, etc. are the exclusive property of HYSKORE®/Power Aisle, Inc. All downloadable files are intended for the use of the end 
user of HYSKORE®/Power Aisle, Inc.’s products and cannot be reproduced without the express written permission of HYSKORE®/Power Aisle, Inc. 



Fitting the Rail Assembies
Identify the 2 M-12 threaded holes on each rail set 
and the next to last (lower) round hole in the radius 
plate (B). Align the inner M-12 hole (A) on each 
rail set with each of these holes inset and tighten 
the M-12x20 locking knobs.

A

A

B B
This is the 3-5 shot zeroing configuration for
firing your group. Note that when firing the gun
the vise jaws are open and the gun is free to
move with the recoil. 

IMPORTANT: In order to avoid injury or damage
the vise must be open - not clamped to the gun - 
when firing the sighting shots.

# 30100
Hyskore®

Always use appropriate eye and/or ear protection when using this device!

The Hyskore Master Armorer’s Vise is the most versatile long gun maintenance fixture 
available any place. It rotates 360º and has 2 self centering foam padded vises that 
adjust to any length weapon. The vises ride on opposed sets of rails with a wide range
of angular adjustment. This allows an AR-15 upper receiver to pivot away from the
lower receiver with both halves firmly secured. The rails supporting the vises can be
angled upwards so that any gun, even with a scope can be securely inverted for working
on the underside. 
As a bonus, a “V” notch gun support and padded platform are furnished so that the vise 
can be used for 3 - 5 shot sighting in or as a shooting rest. The platform can be angled
to match the drop at the heel to provide more contact area for the butt stock.

In the course of shipping and packing, parts may end up missing or damaged-
call us at 631.673.5975. 8:30 a.m. - 5:00 p.m. Eastern Time. We will promptly send replacements.

For parts or technical support contact:

Introduction
    Strong Suggestion !

READ THIS ENTIRE MANUAL BEFORE USING THE REST!

Page 2

The HYSKORE® #30100 Master Armorer’s Vise is designed to provide maximum ease
and flexibility in long gun maintenance. It has also been designed with an awareness of the 
growing popularity of AR-15 style weapons, and their unique characteristics.  The fixture 
features a pair of self-centering vises that ride on opposed sets of canter levered rails which 
can be independently adjusted to a wide range of included angles. For bolt, lever, pump, and 
semi-automatic action guns this means that both the fore and aft ends of the gun can be 
secured in padded vises and then the entire set tilted forward so that the barrel is angled 
downward. This is the ideal position for cleaning. Not only does it allow for cleaning 
from the breach toward the muzzle, which is the recommended procedure by all firearms 
manufacturers, but it also prevents cleaning solutions and debris from running back into 
the action.

For AR-15 style guns the fixture is absolutely the best. After removal of the rear take down 
pin the fore and aft ends of the gun can be clamped in their respective vises and then each 
vise can be independently angled so that the breech end of the upper receiver is open to 
maximum exposure and held securely in that position. This permits easy removal and 
cleaning of all key components while the gun is solidly supported. This particular feature 
also adapts well to break action shotguns.

The vises are particularly unique in that they are self-centering. This means that when you 
turn the hand crank both halves of the vise move either in or out at exactly the same rate, as 
opposed to a conventional vise where one jaw remains stationery and the other one moves.  
The work (in this case the weapon), regardless of the thickness, is always centered and both 
vises automatically align with each other on center. In addition, the jaws of the vises are foam 
padded with a removable padded floor plate to protect the lower surfaces of the gun. A special 
foam barrel block insert that fits within the jaws of the vise to permit clamping of a barrel or a 
barreled action is also included.

When placed on a standard 30” or 36” high table or bench the fixture is exactly the right 
height for easy access to all areas of a gun, and it rotates through 360° to permit access to the 
entire weapon. Each vise support can be angled upward so that a gun with a scope can be 
inverted to perform work on the underside. The rails that the vises ride on are long enough to 
accommodate any length conventional gun and the fixture can be leveled with 4 locking 
levelers or it can be anchored to a bench top.

The set can also double as a shooting rest and zeroing in platform. Simply replace the 
central support pedestal with the (supplied) hex bolt and replace the vises with the V-notch 
assembly and platform, and you are ready to go. The platform assembly can be tilted at an 
angle that is equal to the drop at the heel so the stock can securely rest on a sandbag. For 
3 shot sighting in (instructions on following pages) simply replace the platform with a vise.

© 2009
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Hyskore® 
Power Aisle, Inc.

193 West Hills Road • Huntington Station, NY • 11746
Phone: 631.673.5975 • Fax: 631.673.5976 

visit us @ www.hyskore.com   
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This is the basic cleaning configuration for an AR-15. Needless to say, a visual and 
tactile examination of the gun to insure that it is unloaded is appropriate before 

engaging in any cleaning or maintenance activity. The round holes in the radius plate
are for adjusting the angle of the rails to fixed  “memory” positions. The curved slots
allow adjustment to any angle that suits. The entire upper assembly is designed to

rotate 360º to provide access to any point on the gun. Gun cleaning instructions are
not within the scope of this manual - in other words - you’re on your own.

Shooting rest configuration.

1 2

4

You will need 2 adjustable wrenches either 
8” or 10”.

To stabilize the base for cleaning and maintenance, 
there are 4 anchor tabs that can be secured to a 
board or bench top using #14 sheet metal screws. 
For sighting in use the 4 leveling jacks.

For the vise set up, screw the 200mm/8 inch M-16 
threaded rod into the base until it is flush with the 
bottom of the base. Run an M-16 hex nut down the 
rod and tighten to fix the rod in place. Place the trim
collar and one bearing set over the M-16 rod. 

Tighten the M-16 nut until snug (5-8 lbs ft torque) 
to prevent the rod from turning.

Slide the cradle over the threaded rod. Place the 
other bearing set over the cradle.Secure using 2 
hex nuts - Tighten the lower nut until it makes full
contact with the bearing then back it off 10º (1/36
turn) +/-. Hold it in that location with a wrench. 
Using a second wrench tighten the second nut
against the lower to lock it in place.

5

Mount the radius plate to the inside of the cradle
using the 2 M8x20mm bolts, flat & lock washers. 
Make sure that the 12mm hole in the cradle aligns
with the 12mm hole in the radius plate.

6

3

Page 5

For the shooting rest set up, remove both vises 
and replace with the platform and “V” notch 
assembly. Firing a gun while clamped in a vise(s)
may result in damage to the fixture, damage to 
the weapon and possible injury to the shooter.
Abusing the fixture as such and/or adding any 
weight or any restraint to absorb recoil likewise 
can result in damage and/or injury.

19 20

12

The left hand nuts have a yellow finish and are 
packed in the same package as the hand wheels - 
It would be a good idea not to misplace them. By 
turning counter clockwise, thread a nut on to the 
screw shaft of the vise. 

Barrel Blocks: A pair of foam insert blocks with a 
longitudinal “V” notch is included. At times it may
be necessary to grip the barrel (or a barreled action) 
in one of the vises. By placing the notches on either 
side of the barrel and then placing it into the vise, the 
barrel can be firmly held in place. Do not use on a hot 
barrel - maximum safe temperature is 150º. Since guns 
typically are manufactured with a barrel at only one end
the set is supplied with one (1) set of barrel blocks.

How a barrel is gripped.

Each vise is supplied with foam padded floor plates
which ride beneath the jaws so that the vise can 
close fully. The floor plate hooks over one end of 
the vise frame so that it can be removed or swung 
out of the way, but still remain on the vise. Use 
either the narrow or wide floor plate depending on 
the width of the gun.

Use the M8 x 20 lockup knobs to prevent the rest
from rotating.

4

Step 1: Make a target. We suggest using a marker to make a cross + on a piece of plain white 
paper (or the back side of a standard target) or visit www.hyskore.com to download the target shown. 
This will make it much easier to identify the center of the point of aim. Set the target 25 - 50' away. 
Step 2: Shoot a 3 - 5 shot group using the rest as pictured. At this point UNLOAD THE GUN.
If your group is off the paper move the target closer to the gun. 
Step 3: Mark Center of group. The high visibility dots we have supplied work best!

Step 1: Make a Target Step 3: Mark Center of Group 

Step 2: Shoot a 3 - 5 Shot Group & Unload Gun
© 2009 visit our website: www.hyskore.com
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© 2009 Hyskore®   www.hyskore.com

Step 4: With Gun Unloaded - Place it in the center of the vise & clamp it in place. 
Locate the vise in the same approximate location as when you fired your group. 
Remove the adjusting caps from the sight. Step 5: Using the elevation adjustments 
on the rest and by moving the rest from side to side set the reticle on the center of 
the + mark (Target). Step 6: (THIS IS VERY IMPORTANT) WITHOUT MOVING 
THE GUN OR VISE adjust the windage & elevation on the sight until the reticle is 
centered on the mark at the center of the group. THE GUN IS NOW SIGHTED IN !

Warning: The gun should be unloaded

when clamped in the vise. In addition to

presenting a safety hazard, firing the gun

from the clamped vise may result in

damage to the gun & vise!

Step 4: Unload Gun and Clamp it in Vise.

Step 5: Set the vise in the same location as when 
you fired. Adjust vise so that reticle is on the + Mark.

Step 6: Without moving the vise adjust sight
until the reticle is on the center of the group.

12mm Hole
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• REPLACEMENT PARTS •

Send Check or Money Order with Phone Number to:
Hyskore® / Power Aisle,  Inc.
193 West Hills Rd.
Huntington Station NY, 11746
NYS Resident add 8.625% Sales Tax (Or Prevailing Rate)

** $10.00 Shipping & Handling to
    Lower 48 States** 
** $25.00 Shipping & Handling to
    Alaska, Hawaii, Puerto Rico**

These are replacement parts for purchase. Pictures do not represent contents of set.
Visit Our Website For More Information or to Check Out Our Other Great Shooting Accessories: www.hyskore.com

Parts List & Pricing:
30100 - 1      Foam Pads for Vise - 4 pcs     $ 10.00
30100 - 2      Floor Plates for Vise (1x25mm & 1x38mm)  - 2 pcs  $ 10.00
30100 - 3      Protective Pad Set - 10 pcs    $ 10.00
30100 - 4      Barrel Foam “V” Block Set - 1 set         $   7.50
30100 - 5      M-12 Radius Lock Knob & Washers - 2 pcs   $ 10.00
30100 - 6      M-12 Insert Lock Nuts - 6 pcs    $   7.50
30100 - 7      M-16 Hex Nuts M-16 x 200mm - Center Support & Trim Collar       $ 12.50
30100 - 8      Hand Wheel - 1 pc                     $ 12.50
30100 - 9      M-12 Leveling Jack & Locking Collar - 2 sets                 $ 10.00
30100 - 10    #51103 Thrust Bearing Set - 2 sets     $ 12.50
30100 - 11    M-16 x 70mm Hex Bolt     $   5.00
30100 - 12    M8 x 20mm Lock-up Knobs - 6 pcs    $ 12.50
30100 - 13    Vise Set Complete     $ 42.50
30100 - 14    Platform - 1 pc      $ 15.00
30100 - 15    Parts Tray        $   7.50
30100 - 16    50mm Diameter Day Glow Markers - 24 pc   $   5.00  
30100 - 17    V Notch & Locking Collar     $ 12.50
30100 - 18   M-12 Left Thread Hex Nut - 2pc    $   7.50
30100 - 19   Pivoting Locking Knobs - 2pcs M8 x 20   $   7.50

360º Rotation

Assembly

Assembly

M-16 Nut

Trim Collar

M-16 Rod

Bearing Set

The hole in the radius plate must align with the
hole in the cradle. If it doesn’t the radius plate is
upside down.

Pay close attention to this step!!! To avoid damage,
the hand wheels for the vises are not factory 
installed. Important both the hand wheel and the 
lock nuts that keep them fixed in place are M12 
left hand thread. This means that they must be 
turned counter clockwise to engage and thread 
together. 

11

15

13

Now, also by turning counter clockwise, thread a 
hand wheel on to the screw shaft until 1/8 - 1/4” of 
shaft is visible. Turn the nut from Step 12 until it 
contacts the hub of the hand wheel. Grasp the hand
wheel in one hand, grasp the nut with a wrench. Using
hand pressure, tighten the hand wheel against the nut
until snug. - Repeat if the hand wheel loosens. You
can also use locktite for a more permanent installation.

1
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2

16

14

One or two drops of acid free machine oil (sewing
machine oil works well) at each of the 4 points
indicated will make the vise operate easily.

1A & 1B
2
3
4
5
6
7
8
9

10
11
12
13
14

15A
15B

16
17
18
19
20
21
22
23
24
25

26A
26B

27
28

Thrust Bearing Sets #51103
Parts Tray
Base
Cradle
M-16 Hex Nuts - 4pcs
M-12 Locking Collars 5pcs
M10 x 20 Hex Bolts w/ Flat & Lock Washers
M-16 x 70mm Hex Bolt
M-16 x 200mm Center Pivot
M-12 x 265mm Hinge Bolt w/ M-12 Lock & Nut & 2 Flat Washers
Trim Collar
Radius Plate
Base for V-Notch
V-Notch
Axial Rail Right
Axial Rail Left
Magnetic Vial Spirit Level
M-12 Leveling Jacks - 4pcs
Axial Rail Locking Knobs M-12 x 20 - 2pcs
Foam V Block Set
Vise Floor Plate 25mm - 2pcs
Vise Floor Plate 38mm - 2pcs
Position Locking Knobs For Vises - 4pcs M6 x 20
Rear Pedestal
M-12 Left Hand Nuts 2pcs
Hand Wheels Left Hand Thread - 2pcs
Vise
Vise
(Not Pictured) 50mm Orange Marker Dots - 24pcs
Position Locking Knobs - 2pcs M8 x 20

30100 Master Armorer’s Vise Contents
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MASTER ARMORER’S VISE
& SIGHTING REST

*Gun & Rest Bag Not Included

*Gun Not Included

*Gun Not Included

*Gun Not Included

*Gun & Rest Bag Not Included!

7 8

Left Hand
Thread

Left Hand
Hex Nut

*Gun Not Included

360º Rotation

The bushings on each rail assembly are positioned 
differently so that when fitted together they interlock
like a door hinge. Now, from the radius plate end
of the cradle, put a washer on the 12mm x 16” bolt 
and thread it through the cradle,rail assembly
bushings and the other end of cradle .Put a washer
over the end and secure with the 12mm insert hex 
nut. Tighten until flush with the end of the nut.

Bushings

10

Pivot the 2 rail assemblies so that the bushings
(tubes). Align and fit as pictured. When this is
done and the exteriors of the tubes are aligned,
(like a door hinge) the hole through the bushings
will align with the holes in the cradle and radius
plate. 
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WARRANTY AND DISCLAIMERS
HYSKORE®/Power Aisle, Inc. guarantees that its products are free from defects in material and workmanship for a period of 90 days from the original 
date of purchase. For electronic items (anything that requires a battery), the warranty period is also 90 days. This Warranty applies to non-commercial 
use only. Commercial use voids this warranty. In the event of any defects in material or workmanship, HYSKORE®/Power Aisle, Inc.’s sole liability 
therefore shall be the replacement of any such product(s) and/or components that are defective in material or workmanship. The replacement of any 
such product(s) and/or components shall be HYSKORE®/Power Aisle, Inc.’s sole responsibility. This warranty specifically excludes any and all 
consequential or accidental damages. No other warranties or liabilities whatsoever are either expressed or implied. If any such warranties shall be 
imposed by law, not withstanding this provision, then such warranties shall be the responsibility of HYSKORE®/Power Aisle, Inc.’s immediate buyer. 
There shall be no warranties of merchantability, use of trade, or fitness for a particular purpose. Alteration of any product, misuse, or exceeding any 
stated product limitations voids this warranty. All returns, adjustments, etc. are the responsibility of the retailer/dealer that sold the product. HYSKORE®/
Power Aisle, Inc. handles return issues through it’s dealers. It should be obvious when using some of these products that approved protective safety gear, 
including, but not limited to, eye and ear protection, should be utilized. Using the appropriate safety gear is the sole responsibility of the person(s) using 
the product. It should also be obvious that certain products such as silica gel, etc. must not be consumed, inhaled or taken internally. The user takes full 
responsibility for inappropriate or incorrect use of these items. In the event an inadvertent event takes place, Material Safety Data Sheets (MSDS) are 
available on the HYSKORE® website. www.hyskore.com. We do not sell guns, scopes, ammunition, cleaning accessories, etc. These accessories are 
used in many of our product pictures, as props to illustrate how the products are used. As such, they are not included with any product. All photographs, 
drawings, copy, instructions, etc. are the exclusive property of HYSKORE®/Power Aisle, Inc. All downloadable files are intended for the use of the end 
user of HYSKORE®/Power Aisle, Inc.’s products and cannot be reproduced without the express written permission of HYSKORE®/Power Aisle, Inc. 



Fitting the Rail Assembies
Identify the 2 M-12 threaded holes on each rail set 
and the next to last (lower) round hole in the radius 
plate (B). Align the inner M-12 hole (A) on each 
rail set with each of these holes inset and tighten 
the M-12x20 locking knobs.

A

A

B B
This is the 3-5 shot zeroing configuration for
firing your group. Note that when firing the gun
the vise jaws are open and the gun is free to
move with the recoil. 

IMPORTANT: In order to avoid injury or damage
the vise must be open - not clamped to the gun - 
when firing the sighting shots.

# 30100
Hyskore®

Always use appropriate eye and/or ear protection when using this device!

The Hyskore Master Armorer’s Vise is the most versatile long gun maintenance fixture 
available any place. It rotates 360º and has 2 self centering foam padded vises that 
adjust to any length weapon. The vises ride on opposed sets of rails with a wide range
of angular adjustment. This allows an AR-15 upper receiver to pivot away from the
lower receiver with both halves firmly secured. The rails supporting the vises can be
angled upwards so that any gun, even with a scope can be securely inverted for working
on the underside. 
As a bonus, a “V” notch gun support and padded platform are furnished so that the vise 
can be used for 3 - 5 shot sighting in or as a shooting rest. The platform can be angled
to match the drop at the heel to provide more contact area for the butt stock.

In the course of shipping and packing, parts may end up missing or damaged-
call us at 631.673.5975. 8:30 a.m. - 5:00 p.m. Eastern Time. We will promptly send replacements.

For parts or technical support contact:
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READ THIS ENTIRE MANUAL BEFORE USING THE REST!
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The HYSKORE® #30100 Master Armorer’s Vise is designed to provide maximum ease
and flexibility in long gun maintenance. It has also been designed with an awareness of the 
growing popularity of AR-15 style weapons, and their unique characteristics.  The fixture 
features a pair of self-centering vises that ride on opposed sets of canter levered rails which 
can be independently adjusted to a wide range of included angles. For bolt, lever, pump, and 
semi-automatic action guns this means that both the fore and aft ends of the gun can be 
secured in padded vises and then the entire set tilted forward so that the barrel is angled 
downward. This is the ideal position for cleaning. Not only does it allow for cleaning 
from the breach toward the muzzle, which is the recommended procedure by all firearms 
manufacturers, but it also prevents cleaning solutions and debris from running back into 
the action.

For AR-15 style guns the fixture is absolutely the best. After removal of the rear take down 
pin the fore and aft ends of the gun can be clamped in their respective vises and then each 
vise can be independently angled so that the breech end of the upper receiver is open to 
maximum exposure and held securely in that position. This permits easy removal and 
cleaning of all key components while the gun is solidly supported. This particular feature 
also adapts well to break action shotguns.

The vises are particularly unique in that they are self-centering. This means that when you 
turn the hand crank both halves of the vise move either in or out at exactly the same rate, as 
opposed to a conventional vise where one jaw remains stationery and the other one moves.  
The work (in this case the weapon), regardless of the thickness, is always centered and both 
vises automatically align with each other on center. In addition, the jaws of the vises are foam 
padded with a removable padded floor plate to protect the lower surfaces of the gun. A special 
foam barrel block insert that fits within the jaws of the vise to permit clamping of a barrel or a 
barreled action is also included.

When placed on a standard 30” or 36” high table or bench the fixture is exactly the right 
height for easy access to all areas of a gun, and it rotates through 360° to permit access to the 
entire weapon. Each vise support can be angled upward so that a gun with a scope can be 
inverted to perform work on the underside. The rails that the vises ride on are long enough to 
accommodate any length conventional gun and the fixture can be leveled with 4 locking 
levelers or it can be anchored to a bench top.

The set can also double as a shooting rest and zeroing in platform. Simply replace the 
central support pedestal with the (supplied) hex bolt and replace the vises with the V-notch 
assembly and platform, and you are ready to go. The platform assembly can be tilted at an 
angle that is equal to the drop at the heel so the stock can securely rest on a sandbag. For 
3 shot sighting in (instructions on following pages) simply replace the platform with a vise.
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This is the basic cleaning configuration for an AR-15. Needless to say, a visual and 
tactile examination of the gun to insure that it is unloaded is appropriate before 

engaging in any cleaning or maintenance activity. The round holes in the radius plate
are for adjusting the angle of the rails to fixed  “memory” positions. The curved slots
allow adjustment to any angle that suits. The entire upper assembly is designed to

rotate 360º to provide access to any point on the gun. Gun cleaning instructions are
not within the scope of this manual - in other words - you’re on your own.

Shooting rest configuration.

1 2

4

You will need 2 adjustable wrenches either 
8” or 10”.

To stabilize the base for cleaning and maintenance, 
there are 4 anchor tabs that can be secured to a 
board or bench top using #14 sheet metal screws. 
For sighting in use the 4 leveling jacks.

For the vise set up, screw the 200mm/8 inch M-16 
threaded rod into the base until it is flush with the 
bottom of the base. Run an M-16 hex nut down the 
rod and tighten to fix the rod in place. Place the trim
collar and one bearing set over the M-16 rod. 

Tighten the M-16 nut until snug (5-8 lbs ft torque) 
to prevent the rod from turning.

Slide the cradle over the threaded rod. Place the 
other bearing set over the cradle.Secure using 2 
hex nuts - Tighten the lower nut until it makes full
contact with the bearing then back it off 10º (1/36
turn) +/-. Hold it in that location with a wrench. 
Using a second wrench tighten the second nut
against the lower to lock it in place.

5

Mount the radius plate to the inside of the cradle
using the 2 M8x20mm bolts, flat & lock washers. 
Make sure that the 12mm hole in the cradle aligns
with the 12mm hole in the radius plate.

6

3
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For the shooting rest set up, remove both vises 
and replace with the platform and “V” notch 
assembly. Firing a gun while clamped in a vise(s)
may result in damage to the fixture, damage to 
the weapon and possible injury to the shooter.
Abusing the fixture as such and/or adding any 
weight or any restraint to absorb recoil likewise 
can result in damage and/or injury.

19 20

12

The left hand nuts have a yellow finish and are 
packed in the same package as the hand wheels - 
It would be a good idea not to misplace them. By 
turning counter clockwise, thread a nut on to the 
screw shaft of the vise. 

Barrel Blocks: A pair of foam insert blocks with a 
longitudinal “V” notch is included. At times it may
be necessary to grip the barrel (or a barreled action) 
in one of the vises. By placing the notches on either 
side of the barrel and then placing it into the vise, the 
barrel can be firmly held in place. Do not use on a hot 
barrel - maximum safe temperature is 150º. Since guns 
typically are manufactured with a barrel at only one end
the set is supplied with one (1) set of barrel blocks.

How a barrel is gripped.

Each vise is supplied with foam padded floor plates
which ride beneath the jaws so that the vise can 
close fully. The floor plate hooks over one end of 
the vise frame so that it can be removed or swung 
out of the way, but still remain on the vise. Use 
either the narrow or wide floor plate depending on 
the width of the gun.

Use the M8 x 20 lockup knobs to prevent the rest
from rotating.

4

Step 1: Make a target. We suggest using a marker to make a cross + on a piece of plain white 
paper (or the back side of a standard target) or visit www.hyskore.com to download the target shown. 
This will make it much easier to identify the center of the point of aim. Set the target 25 - 50' away. 
Step 2: Shoot a 3 - 5 shot group using the rest as pictured. At this point UNLOAD THE GUN.
If your group is off the paper move the target closer to the gun. 
Step 3: Mark Center of group. The high visibility dots we have supplied work best!

Step 1: Make a Target Step 3: Mark Center of Group 

Step 2: Shoot a 3 - 5 Shot Group & Unload Gun
© 2009 visit our website: www.hyskore.com
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Step 4: With Gun Unloaded - Place it in the center of the vise & clamp it in place. 
Locate the vise in the same approximate location as when you fired your group. 
Remove the adjusting caps from the sight. Step 5: Using the elevation adjustments 
on the rest and by moving the rest from side to side set the reticle on the center of 
the + mark (Target). Step 6: (THIS IS VERY IMPORTANT) WITHOUT MOVING 
THE GUN OR VISE adjust the windage & elevation on the sight until the reticle is 
centered on the mark at the center of the group. THE GUN IS NOW SIGHTED IN !

Warning: The gun should be unloaded

when clamped in the vise. In addition to

presenting a safety hazard, firing the gun

from the clamped vise may result in

damage to the gun & vise!

Step 4: Unload Gun and Clamp it in Vise.

Step 5: Set the vise in the same location as when 
you fired. Adjust vise so that reticle is on the + Mark.

Step 6: Without moving the vise adjust sight
until the reticle is on the center of the group.

12mm Hole
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• REPLACEMENT PARTS •

Send Check or Money Order with Phone Number to:
Hyskore® / Power Aisle,  Inc.
193 West Hills Rd.
Huntington Station NY, 11746
NYS Resident add 8.625% Sales Tax (Or Prevailing Rate)

** $10.00 Shipping & Handling to
    Lower 48 States** 
** $25.00 Shipping & Handling to
    Alaska, Hawaii, Puerto Rico**

These are replacement parts for purchase. Pictures do not represent contents of set.
Visit Our Website For More Information or to Check Out Our Other Great Shooting Accessories: www.hyskore.com

Parts List & Pricing:
30100 - 1      Foam Pads for Vise - 4 pcs     $ 10.00
30100 - 2      Floor Plates for Vise (1x25mm & 1x38mm)  - 2 pcs  $ 10.00
30100 - 3      Protective Pad Set - 10 pcs    $ 10.00
30100 - 4      Barrel Foam “V” Block Set - 1 set         $   7.50
30100 - 5      M-12 Radius Lock Knob & Washers - 2 pcs   $ 10.00
30100 - 6      M-12 Insert Lock Nuts - 6 pcs    $   7.50
30100 - 7      M-16 Hex Nuts M-16 x 200mm - Center Support & Trim Collar       $ 12.50
30100 - 8      Hand Wheel - 1 pc                     $ 12.50
30100 - 9      M-12 Leveling Jack & Locking Collar - 2 sets                 $ 10.00
30100 - 10    #51103 Thrust Bearing Set - 2 sets     $ 12.50
30100 - 11    M-16 x 70mm Hex Bolt     $   5.00
30100 - 12    M8 x 20mm Lock-up Knobs - 6 pcs    $ 12.50
30100 - 13    Vise Set Complete     $ 42.50
30100 - 14    Platform - 1 pc      $ 15.00
30100 - 15    Parts Tray        $   7.50
30100 - 16    50mm Diameter Day Glow Markers - 24 pc   $   5.00  
30100 - 17    V Notch & Locking Collar     $ 12.50
30100 - 18   M-12 Left Thread Hex Nut - 2pc    $   7.50
30100 - 19   Pivoting Locking Knobs - 2pcs M8 x 20   $   7.50

360º Rotation

Assembly

Assembly

M-16 Nut

Trim Collar

M-16 Rod

Bearing Set

The hole in the radius plate must align with the
hole in the cradle. If it doesn’t the radius plate is
upside down.

Pay close attention to this step!!! To avoid damage,
the hand wheels for the vises are not factory 
installed. Important both the hand wheel and the 
lock nuts that keep them fixed in place are M12 
left hand thread. This means that they must be 
turned counter clockwise to engage and thread 
together. 

11

15

13

Now, also by turning counter clockwise, thread a 
hand wheel on to the screw shaft until 1/8 - 1/4” of 
shaft is visible. Turn the nut from Step 12 until it 
contacts the hub of the hand wheel. Grasp the hand
wheel in one hand, grasp the nut with a wrench. Using
hand pressure, tighten the hand wheel against the nut
until snug. - Repeat if the hand wheel loosens. You
can also use locktite for a more permanent installation.

1

4

3

2

16

14

One or two drops of acid free machine oil (sewing
machine oil works well) at each of the 4 points
indicated will make the vise operate easily.

1A & 1B
2
3
4
5
6
7
8
9

10
11
12
13
14

15A
15B

16
17
18
19
20
21
22
23
24
25

26A
26B

27
28

Thrust Bearing Sets #51103
Parts Tray
Base
Cradle
M-16 Hex Nuts - 4pcs
M-12 Locking Collars 5pcs
M10 x 20 Hex Bolts w/ Flat & Lock Washers
M-16 x 70mm Hex Bolt
M-16 x 200mm Center Pivot
M-12 x 265mm Hinge Bolt w/ M-12 Lock & Nut & 2 Flat Washers
Trim Collar
Radius Plate
Base for V-Notch
V-Notch
Axial Rail Right
Axial Rail Left
Magnetic Vial Spirit Level
M-12 Leveling Jacks - 4pcs
Axial Rail Locking Knobs M-12 x 20 - 2pcs
Foam V Block Set
Vise Floor Plate 25mm - 2pcs
Vise Floor Plate 38mm - 2pcs
Position Locking Knobs For Vises - 4pcs M6 x 20
Rear Pedestal
M-12 Left Hand Nuts 2pcs
Hand Wheels Left Hand Thread - 2pcs
Vise
Vise
(Not Pictured) 50mm Orange Marker Dots - 24pcs
Position Locking Knobs - 2pcs M8 x 20

30100 Master Armorer’s Vise Contents
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28

22

26A 26B
23

1A 1B

3

MASTER ARMORER’S VISE
& SIGHTING REST

*Gun & Rest Bag Not Included

*Gun Not Included

*Gun Not Included

*Gun Not Included

*Gun & Rest Bag Not Included!

7 8

Left Hand
Thread

Left Hand
Hex Nut

*Gun Not Included

360º Rotation

The bushings on each rail assembly are positioned 
differently so that when fitted together they interlock
like a door hinge. Now, from the radius plate end
of the cradle, put a washer on the 12mm x 16” bolt 
and thread it through the cradle,rail assembly
bushings and the other end of cradle .Put a washer
over the end and secure with the 12mm insert hex 
nut. Tighten until flush with the end of the nut.

Bushings

10

Pivot the 2 rail assemblies so that the bushings
(tubes). Align and fit as pictured. When this is
done and the exteriors of the tubes are aligned,
(like a door hinge) the hole through the bushings
will align with the holes in the cradle and radius
plate. 

9

17 18

WARRANTY AND DISCLAIMERS
HYSKORE®/Power Aisle, Inc. guarantees that its products are free from defects in material and workmanship for a period of 90 days from the original 
date of purchase. For electronic items (anything that requires a battery), the warranty period is also 90 days. This Warranty applies to non-commercial 
use only. Commercial use voids this warranty. In the event of any defects in material or workmanship, HYSKORE®/Power Aisle, Inc.’s sole liability 
therefore shall be the replacement of any such product(s) and/or components that are defective in material or workmanship. The replacement of any 
such product(s) and/or components shall be HYSKORE®/Power Aisle, Inc.’s sole responsibility. This warranty specifically excludes any and all 
consequential or accidental damages. No other warranties or liabilities whatsoever are either expressed or implied. If any such warranties shall be 
imposed by law, not withstanding this provision, then such warranties shall be the responsibility of HYSKORE®/Power Aisle, Inc.’s immediate buyer. 
There shall be no warranties of merchantability, use of trade, or fitness for a particular purpose. Alteration of any product, misuse, or exceeding any 
stated product limitations voids this warranty. All returns, adjustments, etc. are the responsibility of the retailer/dealer that sold the product. HYSKORE®/
Power Aisle, Inc. handles return issues through it’s dealers. It should be obvious when using some of these products that approved protective safety gear, 
including, but not limited to, eye and ear protection, should be utilized. Using the appropriate safety gear is the sole responsibility of the person(s) using 
the product. It should also be obvious that certain products such as silica gel, etc. must not be consumed, inhaled or taken internally. The user takes full 
responsibility for inappropriate or incorrect use of these items. In the event an inadvertent event takes place, Material Safety Data Sheets (MSDS) are 
available on the HYSKORE® website. www.hyskore.com. We do not sell guns, scopes, ammunition, cleaning accessories, etc. These accessories are 
used in many of our product pictures, as props to illustrate how the products are used. As such, they are not included with any product. All photographs, 
drawings, copy, instructions, etc. are the exclusive property of HYSKORE®/Power Aisle, Inc. All downloadable files are intended for the use of the end 
user of HYSKORE®/Power Aisle, Inc.’s products and cannot be reproduced without the express written permission of HYSKORE®/Power Aisle, Inc. 



Fitting the Rail Assembies
Identify the 2 M-12 threaded holes on each rail set 
and the next to last (lower) round hole in the radius 
plate (B). Align the inner M-12 hole (A) on each 
rail set with each of these holes inset and tighten 
the M-12x20 locking knobs.

A

A

B B
This is the 3-5 shot zeroing configuration for
firing your group. Note that when firing the gun
the vise jaws are open and the gun is free to
move with the recoil. 

IMPORTANT: In order to avoid injury or damage
the vise must be open - not clamped to the gun - 
when firing the sighting shots.

# 30100
Hyskore®

Always use appropriate eye and/or ear protection when using this device!

The Hyskore Master Armorer’s Vise is the most versatile long gun maintenance fixture 
available any place. It rotates 360º and has 2 self centering foam padded vises that 
adjust to any length weapon. The vises ride on opposed sets of rails with a wide range
of angular adjustment. This allows an AR-15 upper receiver to pivot away from the
lower receiver with both halves firmly secured. The rails supporting the vises can be
angled upwards so that any gun, even with a scope can be securely inverted for working
on the underside. 
As a bonus, a “V” notch gun support and padded platform are furnished so that the vise 
can be used for 3 - 5 shot sighting in or as a shooting rest. The platform can be angled
to match the drop at the heel to provide more contact area for the butt stock.

In the course of shipping and packing, parts may end up missing or damaged-
call us at 631.673.5975. 8:30 a.m. - 5:00 p.m. Eastern Time. We will promptly send replacements.

For parts or technical support contact:

Introduction
    Strong Suggestion !

READ THIS ENTIRE MANUAL BEFORE USING THE REST!
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The HYSKORE® #30100 Master Armorer’s Vise is designed to provide maximum ease
and flexibility in long gun maintenance. It has also been designed with an awareness of the 
growing popularity of AR-15 style weapons, and their unique characteristics.  The fixture 
features a pair of self-centering vises that ride on opposed sets of canter levered rails which 
can be independently adjusted to a wide range of included angles. For bolt, lever, pump, and 
semi-automatic action guns this means that both the fore and aft ends of the gun can be 
secured in padded vises and then the entire set tilted forward so that the barrel is angled 
downward. This is the ideal position for cleaning. Not only does it allow for cleaning 
from the breach toward the muzzle, which is the recommended procedure by all firearms 
manufacturers, but it also prevents cleaning solutions and debris from running back into 
the action.

For AR-15 style guns the fixture is absolutely the best. After removal of the rear take down 
pin the fore and aft ends of the gun can be clamped in their respective vises and then each 
vise can be independently angled so that the breech end of the upper receiver is open to 
maximum exposure and held securely in that position. This permits easy removal and 
cleaning of all key components while the gun is solidly supported. This particular feature 
also adapts well to break action shotguns.

The vises are particularly unique in that they are self-centering. This means that when you 
turn the hand crank both halves of the vise move either in or out at exactly the same rate, as 
opposed to a conventional vise where one jaw remains stationery and the other one moves.  
The work (in this case the weapon), regardless of the thickness, is always centered and both 
vises automatically align with each other on center. In addition, the jaws of the vises are foam 
padded with a removable padded floor plate to protect the lower surfaces of the gun. A special 
foam barrel block insert that fits within the jaws of the vise to permit clamping of a barrel or a 
barreled action is also included.

When placed on a standard 30” or 36” high table or bench the fixture is exactly the right 
height for easy access to all areas of a gun, and it rotates through 360° to permit access to the 
entire weapon. Each vise support can be angled upward so that a gun with a scope can be 
inverted to perform work on the underside. The rails that the vises ride on are long enough to 
accommodate any length conventional gun and the fixture can be leveled with 4 locking 
levelers or it can be anchored to a bench top.

The set can also double as a shooting rest and zeroing in platform. Simply replace the 
central support pedestal with the (supplied) hex bolt and replace the vises with the V-notch 
assembly and platform, and you are ready to go. The platform assembly can be tilted at an 
angle that is equal to the drop at the heel so the stock can securely rest on a sandbag. For 
3 shot sighting in (instructions on following pages) simply replace the platform with a vise.
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This is the basic cleaning configuration for an AR-15. Needless to say, a visual and 
tactile examination of the gun to insure that it is unloaded is appropriate before 

engaging in any cleaning or maintenance activity. The round holes in the radius plate
are for adjusting the angle of the rails to fixed  “memory” positions. The curved slots
allow adjustment to any angle that suits. The entire upper assembly is designed to

rotate 360º to provide access to any point on the gun. Gun cleaning instructions are
not within the scope of this manual - in other words - you’re on your own.

Shooting rest configuration.

1 2

4

You will need 2 adjustable wrenches either 
8” or 10”.

To stabilize the base for cleaning and maintenance, 
there are 4 anchor tabs that can be secured to a 
board or bench top using #14 sheet metal screws. 
For sighting in use the 4 leveling jacks.

For the vise set up, screw the 200mm/8 inch M-16 
threaded rod into the base until it is flush with the 
bottom of the base. Run an M-16 hex nut down the 
rod and tighten to fix the rod in place. Place the trim
collar and one bearing set over the M-16 rod. 

Tighten the M-16 nut until snug (5-8 lbs ft torque) 
to prevent the rod from turning.

Slide the cradle over the threaded rod. Place the 
other bearing set over the cradle.Secure using 2 
hex nuts - Tighten the lower nut until it makes full
contact with the bearing then back it off 10º (1/36
turn) +/-. Hold it in that location with a wrench. 
Using a second wrench tighten the second nut
against the lower to lock it in place.

5

Mount the radius plate to the inside of the cradle
using the 2 M8x20mm bolts, flat & lock washers. 
Make sure that the 12mm hole in the cradle aligns
with the 12mm hole in the radius plate.

6

3
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For the shooting rest set up, remove both vises 
and replace with the platform and “V” notch 
assembly. Firing a gun while clamped in a vise(s)
may result in damage to the fixture, damage to 
the weapon and possible injury to the shooter.
Abusing the fixture as such and/or adding any 
weight or any restraint to absorb recoil likewise 
can result in damage and/or injury.

19 20

12

The left hand nuts have a yellow finish and are 
packed in the same package as the hand wheels - 
It would be a good idea not to misplace them. By 
turning counter clockwise, thread a nut on to the 
screw shaft of the vise. 

Barrel Blocks: A pair of foam insert blocks with a 
longitudinal “V” notch is included. At times it may
be necessary to grip the barrel (or a barreled action) 
in one of the vises. By placing the notches on either 
side of the barrel and then placing it into the vise, the 
barrel can be firmly held in place. Do not use on a hot 
barrel - maximum safe temperature is 150º. Since guns 
typically are manufactured with a barrel at only one end
the set is supplied with one (1) set of barrel blocks.

How a barrel is gripped.

Each vise is supplied with foam padded floor plates
which ride beneath the jaws so that the vise can 
close fully. The floor plate hooks over one end of 
the vise frame so that it can be removed or swung 
out of the way, but still remain on the vise. Use 
either the narrow or wide floor plate depending on 
the width of the gun.

Use the M8 x 20 lockup knobs to prevent the rest
from rotating.

4

Step 1: Make a target. We suggest using a marker to make a cross + on a piece of plain white 
paper (or the back side of a standard target) or visit www.hyskore.com to download the target shown. 
This will make it much easier to identify the center of the point of aim. Set the target 25 - 50' away. 
Step 2: Shoot a 3 - 5 shot group using the rest as pictured. At this point UNLOAD THE GUN.
If your group is off the paper move the target closer to the gun. 
Step 3: Mark Center of group. The high visibility dots we have supplied work best!

Step 1: Make a Target Step 3: Mark Center of Group 

Step 2: Shoot a 3 - 5 Shot Group & Unload Gun
© 2009 visit our website: www.hyskore.com
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Step 4: With Gun Unloaded - Place it in the center of the vise & clamp it in place. 
Locate the vise in the same approximate location as when you fired your group. 
Remove the adjusting caps from the sight. Step 5: Using the elevation adjustments 
on the rest and by moving the rest from side to side set the reticle on the center of 
the + mark (Target). Step 6: (THIS IS VERY IMPORTANT) WITHOUT MOVING 
THE GUN OR VISE adjust the windage & elevation on the sight until the reticle is 
centered on the mark at the center of the group. THE GUN IS NOW SIGHTED IN !

Warning: The gun should be unloaded

when clamped in the vise. In addition to

presenting a safety hazard, firing the gun

from the clamped vise may result in

damage to the gun & vise!

Step 4: Unload Gun and Clamp it in Vise.

Step 5: Set the vise in the same location as when 
you fired. Adjust vise so that reticle is on the + Mark.

Step 6: Without moving the vise adjust sight
until the reticle is on the center of the group.
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• REPLACEMENT PARTS •

Send Check or Money Order with Phone Number to:
Hyskore® / Power Aisle,  Inc.
193 West Hills Rd.
Huntington Station NY, 11746
NYS Resident add 8.625% Sales Tax (Or Prevailing Rate)

** $10.00 Shipping & Handling to
    Lower 48 States** 
** $25.00 Shipping & Handling to
    Alaska, Hawaii, Puerto Rico**

These are replacement parts for purchase. Pictures do not represent contents of set.
Visit Our Website For More Information or to Check Out Our Other Great Shooting Accessories: www.hyskore.com

Parts List & Pricing:
30100 - 1      Foam Pads for Vise - 4 pcs     $ 10.00
30100 - 2      Floor Plates for Vise (1x25mm & 1x38mm)  - 2 pcs  $ 10.00
30100 - 3      Protective Pad Set - 10 pcs    $ 10.00
30100 - 4      Barrel Foam “V” Block Set - 1 set         $   7.50
30100 - 5      M-12 Radius Lock Knob & Washers - 2 pcs   $ 10.00
30100 - 6      M-12 Insert Lock Nuts - 6 pcs    $   7.50
30100 - 7      M-16 Hex Nuts M-16 x 200mm - Center Support & Trim Collar       $ 12.50
30100 - 8      Hand Wheel - 1 pc                     $ 12.50
30100 - 9      M-12 Leveling Jack & Locking Collar - 2 sets                 $ 10.00
30100 - 10    #51103 Thrust Bearing Set - 2 sets     $ 12.50
30100 - 11    M-16 x 70mm Hex Bolt     $   5.00
30100 - 12    M8 x 20mm Lock-up Knobs - 6 pcs    $ 12.50
30100 - 13    Vise Set Complete     $ 42.50
30100 - 14    Platform - 1 pc      $ 15.00
30100 - 15    Parts Tray        $   7.50
30100 - 16    50mm Diameter Day Glow Markers - 24 pc   $   5.00  
30100 - 17    V Notch & Locking Collar     $ 12.50
30100 - 18   M-12 Left Thread Hex Nut - 2pc    $   7.50
30100 - 19   Pivoting Locking Knobs - 2pcs M8 x 20   $   7.50

360º Rotation

Assembly

Assembly

M-16 Nut

Trim Collar

M-16 Rod

Bearing Set

The hole in the radius plate must align with the
hole in the cradle. If it doesn’t the radius plate is
upside down.

Pay close attention to this step!!! To avoid damage,
the hand wheels for the vises are not factory 
installed. Important both the hand wheel and the 
lock nuts that keep them fixed in place are M12 
left hand thread. This means that they must be 
turned counter clockwise to engage and thread 
together. 

11

15

13

Now, also by turning counter clockwise, thread a 
hand wheel on to the screw shaft until 1/8 - 1/4” of 
shaft is visible. Turn the nut from Step 12 until it 
contacts the hub of the hand wheel. Grasp the hand
wheel in one hand, grasp the nut with a wrench. Using
hand pressure, tighten the hand wheel against the nut
until snug. - Repeat if the hand wheel loosens. You
can also use locktite for a more permanent installation.

1

4

3

2

16

14

One or two drops of acid free machine oil (sewing
machine oil works well) at each of the 4 points
indicated will make the vise operate easily.

1A & 1B
2
3
4
5
6
7
8
9

10
11
12
13
14

15A
15B

16
17
18
19
20
21
22
23
24
25

26A
26B

27
28

Thrust Bearing Sets #51103
Parts Tray
Base
Cradle
M-16 Hex Nuts - 4pcs
M-12 Locking Collars 5pcs
M10 x 20 Hex Bolts w/ Flat & Lock Washers
M-16 x 70mm Hex Bolt
M-16 x 200mm Center Pivot
M-12 x 265mm Hinge Bolt w/ M-12 Lock & Nut & 2 Flat Washers
Trim Collar
Radius Plate
Base for V-Notch
V-Notch
Axial Rail Right
Axial Rail Left
Magnetic Vial Spirit Level
M-12 Leveling Jacks - 4pcs
Axial Rail Locking Knobs M-12 x 20 - 2pcs
Foam V Block Set
Vise Floor Plate 25mm - 2pcs
Vise Floor Plate 38mm - 2pcs
Position Locking Knobs For Vises - 4pcs M6 x 20
Rear Pedestal
M-12 Left Hand Nuts 2pcs
Hand Wheels Left Hand Thread - 2pcs
Vise
Vise
(Not Pictured) 50mm Orange Marker Dots - 24pcs
Position Locking Knobs - 2pcs M8 x 20

30100 Master Armorer’s Vise Contents
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MASTER ARMORER’S VISE
& SIGHTING REST

*Gun & Rest Bag Not Included

*Gun Not Included

*Gun Not Included

*Gun Not Included

*Gun & Rest Bag Not Included!

7 8

Left Hand
Thread

Left Hand
Hex Nut

*Gun Not Included

360º Rotation

The bushings on each rail assembly are positioned 
differently so that when fitted together they interlock
like a door hinge. Now, from the radius plate end
of the cradle, put a washer on the 12mm x 16” bolt 
and thread it through the cradle,rail assembly
bushings and the other end of cradle .Put a washer
over the end and secure with the 12mm insert hex 
nut. Tighten until flush with the end of the nut.

Bushings

10

Pivot the 2 rail assemblies so that the bushings
(tubes). Align and fit as pictured. When this is
done and the exteriors of the tubes are aligned,
(like a door hinge) the hole through the bushings
will align with the holes in the cradle and radius
plate. 
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WARRANTY AND DISCLAIMERS
HYSKORE®/Power Aisle, Inc. guarantees that its products are free from defects in material and workmanship for a period of 90 days from the original 
date of purchase. For electronic items (anything that requires a battery), the warranty period is also 90 days. This Warranty applies to non-commercial 
use only. Commercial use voids this warranty. In the event of any defects in material or workmanship, HYSKORE®/Power Aisle, Inc.’s sole liability 
therefore shall be the replacement of any such product(s) and/or components that are defective in material or workmanship. The replacement of any 
such product(s) and/or components shall be HYSKORE®/Power Aisle, Inc.’s sole responsibility. This warranty specifically excludes any and all 
consequential or accidental damages. No other warranties or liabilities whatsoever are either expressed or implied. If any such warranties shall be 
imposed by law, not withstanding this provision, then such warranties shall be the responsibility of HYSKORE®/Power Aisle, Inc.’s immediate buyer. 
There shall be no warranties of merchantability, use of trade, or fitness for a particular purpose. Alteration of any product, misuse, or exceeding any 
stated product limitations voids this warranty. All returns, adjustments, etc. are the responsibility of the retailer/dealer that sold the product. HYSKORE®/
Power Aisle, Inc. handles return issues through it’s dealers. It should be obvious when using some of these products that approved protective safety gear, 
including, but not limited to, eye and ear protection, should be utilized. Using the appropriate safety gear is the sole responsibility of the person(s) using 
the product. It should also be obvious that certain products such as silica gel, etc. must not be consumed, inhaled or taken internally. The user takes full 
responsibility for inappropriate or incorrect use of these items. In the event an inadvertent event takes place, Material Safety Data Sheets (MSDS) are 
available on the HYSKORE® website. www.hyskore.com. We do not sell guns, scopes, ammunition, cleaning accessories, etc. These accessories are 
used in many of our product pictures, as props to illustrate how the products are used. As such, they are not included with any product. All photographs, 
drawings, copy, instructions, etc. are the exclusive property of HYSKORE®/Power Aisle, Inc. All downloadable files are intended for the use of the end 
user of HYSKORE®/Power Aisle, Inc.’s products and cannot be reproduced without the express written permission of HYSKORE®/Power Aisle, Inc. 



Fitting the Rail Assembies
Identify the 2 M-12 threaded holes on each rail set 
and the next to last (lower) round hole in the radius 
plate (B). Align the inner M-12 hole (A) on each 
rail set with each of these holes inset and tighten 
the M-12x20 locking knobs.

A

A

B B
This is the 3-5 shot zeroing configuration for
firing your group. Note that when firing the gun
the vise jaws are open and the gun is free to
move with the recoil. 

IMPORTANT: In order to avoid injury or damage
the vise must be open - not clamped to the gun - 
when firing the sighting shots.

# 30100
Hyskore®

Always use appropriate eye and/or ear protection when using this device!

The Hyskore Master Armorer’s Vise is the most versatile long gun maintenance fixture 
available any place. It rotates 360º and has 2 self centering foam padded vises that 
adjust to any length weapon. The vises ride on opposed sets of rails with a wide range
of angular adjustment. This allows an AR-15 upper receiver to pivot away from the
lower receiver with both halves firmly secured. The rails supporting the vises can be
angled upwards so that any gun, even with a scope can be securely inverted for working
on the underside. 
As a bonus, a “V” notch gun support and padded platform are furnished so that the vise 
can be used for 3 - 5 shot sighting in or as a shooting rest. The platform can be angled
to match the drop at the heel to provide more contact area for the butt stock.

In the course of shipping and packing, parts may end up missing or damaged-
call us at 631.673.5975. 8:30 a.m. - 5:00 p.m. Eastern Time. We will promptly send replacements.

For parts or technical support contact:

Introduction
    Strong Suggestion !

READ THIS ENTIRE MANUAL BEFORE USING THE REST!

Page 2

The HYSKORE® #30100 Master Armorer’s Vise is designed to provide maximum ease
and flexibility in long gun maintenance. It has also been designed with an awareness of the 
growing popularity of AR-15 style weapons, and their unique characteristics.  The fixture 
features a pair of self-centering vises that ride on opposed sets of canter levered rails which 
can be independently adjusted to a wide range of included angles. For bolt, lever, pump, and 
semi-automatic action guns this means that both the fore and aft ends of the gun can be 
secured in padded vises and then the entire set tilted forward so that the barrel is angled 
downward. This is the ideal position for cleaning. Not only does it allow for cleaning 
from the breach toward the muzzle, which is the recommended procedure by all firearms 
manufacturers, but it also prevents cleaning solutions and debris from running back into 
the action.

For AR-15 style guns the fixture is absolutely the best. After removal of the rear take down 
pin the fore and aft ends of the gun can be clamped in their respective vises and then each 
vise can be independently angled so that the breech end of the upper receiver is open to 
maximum exposure and held securely in that position. This permits easy removal and 
cleaning of all key components while the gun is solidly supported. This particular feature 
also adapts well to break action shotguns.

The vises are particularly unique in that they are self-centering. This means that when you 
turn the hand crank both halves of the vise move either in or out at exactly the same rate, as 
opposed to a conventional vise where one jaw remains stationery and the other one moves.  
The work (in this case the weapon), regardless of the thickness, is always centered and both 
vises automatically align with each other on center. In addition, the jaws of the vises are foam 
padded with a removable padded floor plate to protect the lower surfaces of the gun. A special 
foam barrel block insert that fits within the jaws of the vise to permit clamping of a barrel or a 
barreled action is also included.

When placed on a standard 30” or 36” high table or bench the fixture is exactly the right 
height for easy access to all areas of a gun, and it rotates through 360° to permit access to the 
entire weapon. Each vise support can be angled upward so that a gun with a scope can be 
inverted to perform work on the underside. The rails that the vises ride on are long enough to 
accommodate any length conventional gun and the fixture can be leveled with 4 locking 
levelers or it can be anchored to a bench top.

The set can also double as a shooting rest and zeroing in platform. Simply replace the 
central support pedestal with the (supplied) hex bolt and replace the vises with the V-notch 
assembly and platform, and you are ready to go. The platform assembly can be tilted at an 
angle that is equal to the drop at the heel so the stock can securely rest on a sandbag. For 
3 shot sighting in (instructions on following pages) simply replace the platform with a vise.

© 2009
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Hyskore® 
Power Aisle, Inc.

193 West Hills Road • Huntington Station, NY • 11746
Phone: 631.673.5975 • Fax: 631.673.5976 

visit us @ www.hyskore.com   
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This is the basic cleaning configuration for an AR-15. Needless to say, a visual and 
tactile examination of the gun to insure that it is unloaded is appropriate before 

engaging in any cleaning or maintenance activity. The round holes in the radius plate
are for adjusting the angle of the rails to fixed  “memory” positions. The curved slots
allow adjustment to any angle that suits. The entire upper assembly is designed to

rotate 360º to provide access to any point on the gun. Gun cleaning instructions are
not within the scope of this manual - in other words - you’re on your own.

Shooting rest configuration.

1 2

4

You will need 2 adjustable wrenches either 
8” or 10”.

To stabilize the base for cleaning and maintenance, 
there are 4 anchor tabs that can be secured to a 
board or bench top using #14 sheet metal screws. 
For sighting in use the 4 leveling jacks.

For the vise set up, screw the 200mm/8 inch M-16 
threaded rod into the base until it is flush with the 
bottom of the base. Run an M-16 hex nut down the 
rod and tighten to fix the rod in place. Place the trim
collar and one bearing set over the M-16 rod. 

Tighten the M-16 nut until snug (5-8 lbs ft torque) 
to prevent the rod from turning.

Slide the cradle over the threaded rod. Place the 
other bearing set over the cradle.Secure using 2 
hex nuts - Tighten the lower nut until it makes full
contact with the bearing then back it off 10º (1/36
turn) +/-. Hold it in that location with a wrench. 
Using a second wrench tighten the second nut
against the lower to lock it in place.

5

Mount the radius plate to the inside of the cradle
using the 2 M8x20mm bolts, flat & lock washers. 
Make sure that the 12mm hole in the cradle aligns
with the 12mm hole in the radius plate.

6

3

Page 5

For the shooting rest set up, remove both vises 
and replace with the platform and “V” notch 
assembly. Firing a gun while clamped in a vise(s)
may result in damage to the fixture, damage to 
the weapon and possible injury to the shooter.
Abusing the fixture as such and/or adding any 
weight or any restraint to absorb recoil likewise 
can result in damage and/or injury.

19 20

12

The left hand nuts have a yellow finish and are 
packed in the same package as the hand wheels - 
It would be a good idea not to misplace them. By 
turning counter clockwise, thread a nut on to the 
screw shaft of the vise. 

Barrel Blocks: A pair of foam insert blocks with a 
longitudinal “V” notch is included. At times it may
be necessary to grip the barrel (or a barreled action) 
in one of the vises. By placing the notches on either 
side of the barrel and then placing it into the vise, the 
barrel can be firmly held in place. Do not use on a hot 
barrel - maximum safe temperature is 150º. Since guns 
typically are manufactured with a barrel at only one end
the set is supplied with one (1) set of barrel blocks.

How a barrel is gripped.

Each vise is supplied with foam padded floor plates
which ride beneath the jaws so that the vise can 
close fully. The floor plate hooks over one end of 
the vise frame so that it can be removed or swung 
out of the way, but still remain on the vise. Use 
either the narrow or wide floor plate depending on 
the width of the gun.

Use the M8 x 20 lockup knobs to prevent the rest
from rotating.

4

Step 1: Make a target. We suggest using a marker to make a cross + on a piece of plain white 
paper (or the back side of a standard target) or visit www.hyskore.com to download the target shown. 
This will make it much easier to identify the center of the point of aim. Set the target 25 - 50' away. 
Step 2: Shoot a 3 - 5 shot group using the rest as pictured. At this point UNLOAD THE GUN.
If your group is off the paper move the target closer to the gun. 
Step 3: Mark Center of group. The high visibility dots we have supplied work best!

Step 1: Make a Target Step 3: Mark Center of Group 

Step 2: Shoot a 3 - 5 Shot Group & Unload Gun
© 2009 visit our website: www.hyskore.com
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© 2009 Hyskore®   www.hyskore.com

Step 4: With Gun Unloaded - Place it in the center of the vise & clamp it in place. 
Locate the vise in the same approximate location as when you fired your group. 
Remove the adjusting caps from the sight. Step 5: Using the elevation adjustments 
on the rest and by moving the rest from side to side set the reticle on the center of 
the + mark (Target). Step 6: (THIS IS VERY IMPORTANT) WITHOUT MOVING 
THE GUN OR VISE adjust the windage & elevation on the sight until the reticle is 
centered on the mark at the center of the group. THE GUN IS NOW SIGHTED IN !

Warning: The gun should be unloaded

when clamped in the vise. In addition to

presenting a safety hazard, firing the gun

from the clamped vise may result in

damage to the gun & vise!

Step 4: Unload Gun and Clamp it in Vise.

Step 5: Set the vise in the same location as when 
you fired. Adjust vise so that reticle is on the + Mark.

Step 6: Without moving the vise adjust sight
until the reticle is on the center of the group.

12mm Hole
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• REPLACEMENT PARTS •

Send Check or Money Order with Phone Number to:
Hyskore® / Power Aisle,  Inc.
193 West Hills Rd.
Huntington Station NY, 11746
NYS Resident add 8.625% Sales Tax (Or Prevailing Rate)

** $10.00 Shipping & Handling to
    Lower 48 States** 
** $25.00 Shipping & Handling to
    Alaska, Hawaii, Puerto Rico**

These are replacement parts for purchase. Pictures do not represent contents of set.
Visit Our Website For More Information or to Check Out Our Other Great Shooting Accessories: www.hyskore.com

Parts List & Pricing:
30100 - 1      Foam Pads for Vise - 4 pcs     $ 10.00
30100 - 2      Floor Plates for Vise (1x25mm & 1x38mm)  - 2 pcs  $ 10.00
30100 - 3      Protective Pad Set - 10 pcs    $ 10.00
30100 - 4      Barrel Foam “V” Block Set - 1 set         $   7.50
30100 - 5      M-12 Radius Lock Knob & Washers - 2 pcs   $ 10.00
30100 - 6      M-12 Insert Lock Nuts - 6 pcs    $   7.50
30100 - 7      M-16 Hex Nuts M-16 x 200mm - Center Support & Trim Collar       $ 12.50
30100 - 8      Hand Wheel - 1 pc                     $ 12.50
30100 - 9      M-12 Leveling Jack & Locking Collar - 2 sets                 $ 10.00
30100 - 10    #51103 Thrust Bearing Set - 2 sets     $ 12.50
30100 - 11    M-16 x 70mm Hex Bolt     $   5.00
30100 - 12    M8 x 20mm Lock-up Knobs - 6 pcs    $ 12.50
30100 - 13    Vise Set Complete     $ 42.50
30100 - 14    Platform - 1 pc      $ 15.00
30100 - 15    Parts Tray        $   7.50
30100 - 16    50mm Diameter Day Glow Markers - 24 pc   $   5.00  
30100 - 17    V Notch & Locking Collar     $ 12.50
30100 - 18   M-12 Left Thread Hex Nut - 2pc    $   7.50
30100 - 19   Pivoting Locking Knobs - 2pcs M8 x 20   $   7.50

360º Rotation

Assembly

Assembly

M-16 Nut

Trim Collar

M-16 Rod

Bearing Set

The hole in the radius plate must align with the
hole in the cradle. If it doesn’t the radius plate is
upside down.

Pay close attention to this step!!! To avoid damage,
the hand wheels for the vises are not factory 
installed. Important both the hand wheel and the 
lock nuts that keep them fixed in place are M12 
left hand thread. This means that they must be 
turned counter clockwise to engage and thread 
together. 

11

15

13

Now, also by turning counter clockwise, thread a 
hand wheel on to the screw shaft until 1/8 - 1/4” of 
shaft is visible. Turn the nut from Step 12 until it 
contacts the hub of the hand wheel. Grasp the hand
wheel in one hand, grasp the nut with a wrench. Using
hand pressure, tighten the hand wheel against the nut
until snug. - Repeat if the hand wheel loosens. You
can also use locktite for a more permanent installation.

1
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14

One or two drops of acid free machine oil (sewing
machine oil works well) at each of the 4 points
indicated will make the vise operate easily.

1A & 1B
2
3
4
5
6
7
8
9

10
11
12
13
14

15A
15B

16
17
18
19
20
21
22
23
24
25

26A
26B

27
28

Thrust Bearing Sets #51103
Parts Tray
Base
Cradle
M-16 Hex Nuts - 4pcs
M-12 Locking Collars 5pcs
M10 x 20 Hex Bolts w/ Flat & Lock Washers
M-16 x 70mm Hex Bolt
M-16 x 200mm Center Pivot
M-12 x 265mm Hinge Bolt w/ M-12 Lock & Nut & 2 Flat Washers
Trim Collar
Radius Plate
Base for V-Notch
V-Notch
Axial Rail Right
Axial Rail Left
Magnetic Vial Spirit Level
M-12 Leveling Jacks - 4pcs
Axial Rail Locking Knobs M-12 x 20 - 2pcs
Foam V Block Set
Vise Floor Plate 25mm - 2pcs
Vise Floor Plate 38mm - 2pcs
Position Locking Knobs For Vises - 4pcs M6 x 20
Rear Pedestal
M-12 Left Hand Nuts 2pcs
Hand Wheels Left Hand Thread - 2pcs
Vise
Vise
(Not Pictured) 50mm Orange Marker Dots - 24pcs
Position Locking Knobs - 2pcs M8 x 20

30100 Master Armorer’s Vise Contents
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MASTER ARMORER’S VISE
& SIGHTING REST

*Gun & Rest Bag Not Included

*Gun Not Included

*Gun Not Included

*Gun Not Included

*Gun & Rest Bag Not Included!

7 8

Left Hand
Thread

Left Hand
Hex Nut

*Gun Not Included

360º Rotation

The bushings on each rail assembly are positioned 
differently so that when fitted together they interlock
like a door hinge. Now, from the radius plate end
of the cradle, put a washer on the 12mm x 16” bolt 
and thread it through the cradle,rail assembly
bushings and the other end of cradle .Put a washer
over the end and secure with the 12mm insert hex 
nut. Tighten until flush with the end of the nut.

Bushings

10

Pivot the 2 rail assemblies so that the bushings
(tubes). Align and fit as pictured. When this is
done and the exteriors of the tubes are aligned,
(like a door hinge) the hole through the bushings
will align with the holes in the cradle and radius
plate. 
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WARRANTY AND DISCLAIMERS
HYSKORE®/Power Aisle, Inc. guarantees that its products are free from defects in material and workmanship for a period of 90 days from the original 
date of purchase. For electronic items (anything that requires a battery), the warranty period is also 90 days. This Warranty applies to non-commercial 
use only. Commercial use voids this warranty. In the event of any defects in material or workmanship, HYSKORE®/Power Aisle, Inc.’s sole liability 
therefore shall be the replacement of any such product(s) and/or components that are defective in material or workmanship. The replacement of any 
such product(s) and/or components shall be HYSKORE®/Power Aisle, Inc.’s sole responsibility. This warranty specifically excludes any and all 
consequential or accidental damages. No other warranties or liabilities whatsoever are either expressed or implied. If any such warranties shall be 
imposed by law, not withstanding this provision, then such warranties shall be the responsibility of HYSKORE®/Power Aisle, Inc.’s immediate buyer. 
There shall be no warranties of merchantability, use of trade, or fitness for a particular purpose. Alteration of any product, misuse, or exceeding any 
stated product limitations voids this warranty. All returns, adjustments, etc. are the responsibility of the retailer/dealer that sold the product. HYSKORE®/
Power Aisle, Inc. handles return issues through it’s dealers. It should be obvious when using some of these products that approved protective safety gear, 
including, but not limited to, eye and ear protection, should be utilized. Using the appropriate safety gear is the sole responsibility of the person(s) using 
the product. It should also be obvious that certain products such as silica gel, etc. must not be consumed, inhaled or taken internally. The user takes full 
responsibility for inappropriate or incorrect use of these items. In the event an inadvertent event takes place, Material Safety Data Sheets (MSDS) are 
available on the HYSKORE® website. www.hyskore.com. We do not sell guns, scopes, ammunition, cleaning accessories, etc. These accessories are 
used in many of our product pictures, as props to illustrate how the products are used. As such, they are not included with any product. All photographs, 
drawings, copy, instructions, etc. are the exclusive property of HYSKORE®/Power Aisle, Inc. All downloadable files are intended for the use of the end 
user of HYSKORE®/Power Aisle, Inc.’s products and cannot be reproduced without the express written permission of HYSKORE®/Power Aisle, Inc. 



Fitting the Rail Assembies
Identify the 2 M-12 threaded holes on each rail set 
and the next to last (lower) round hole in the radius 
plate (B). Align the inner M-12 hole (A) on each 
rail set with each of these holes inset and tighten 
the M-12x20 locking knobs.

A

A

B B
This is the 3-5 shot zeroing configuration for
firing your group. Note that when firing the gun
the vise jaws are open and the gun is free to
move with the recoil. 

IMPORTANT: In order to avoid injury or damage
the vise must be open - not clamped to the gun - 
when firing the sighting shots.

# 30100
Hyskore®

Always use appropriate eye and/or ear protection when using this device!

The Hyskore Master Armorer’s Vise is the most versatile long gun maintenance fixture 
available any place. It rotates 360º and has 2 self centering foam padded vises that 
adjust to any length weapon. The vises ride on opposed sets of rails with a wide range
of angular adjustment. This allows an AR-15 upper receiver to pivot away from the
lower receiver with both halves firmly secured. The rails supporting the vises can be
angled upwards so that any gun, even with a scope can be securely inverted for working
on the underside. 
As a bonus, a “V” notch gun support and padded platform are furnished so that the vise 
can be used for 3 - 5 shot sighting in or as a shooting rest. The platform can be angled
to match the drop at the heel to provide more contact area for the butt stock.

In the course of shipping and packing, parts may end up missing or damaged-
call us at 631.673.5975. 8:30 a.m. - 5:00 p.m. Eastern Time. We will promptly send replacements.

For parts or technical support contact:

Introduction
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READ THIS ENTIRE MANUAL BEFORE USING THE REST!
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The HYSKORE® #30100 Master Armorer’s Vise is designed to provide maximum ease
and flexibility in long gun maintenance. It has also been designed with an awareness of the 
growing popularity of AR-15 style weapons, and their unique characteristics.  The fixture 
features a pair of self-centering vises that ride on opposed sets of canter levered rails which 
can be independently adjusted to a wide range of included angles. For bolt, lever, pump, and 
semi-automatic action guns this means that both the fore and aft ends of the gun can be 
secured in padded vises and then the entire set tilted forward so that the barrel is angled 
downward. This is the ideal position for cleaning. Not only does it allow for cleaning 
from the breach toward the muzzle, which is the recommended procedure by all firearms 
manufacturers, but it also prevents cleaning solutions and debris from running back into 
the action.

For AR-15 style guns the fixture is absolutely the best. After removal of the rear take down 
pin the fore and aft ends of the gun can be clamped in their respective vises and then each 
vise can be independently angled so that the breech end of the upper receiver is open to 
maximum exposure and held securely in that position. This permits easy removal and 
cleaning of all key components while the gun is solidly supported. This particular feature 
also adapts well to break action shotguns.

The vises are particularly unique in that they are self-centering. This means that when you 
turn the hand crank both halves of the vise move either in or out at exactly the same rate, as 
opposed to a conventional vise where one jaw remains stationery and the other one moves.  
The work (in this case the weapon), regardless of the thickness, is always centered and both 
vises automatically align with each other on center. In addition, the jaws of the vises are foam 
padded with a removable padded floor plate to protect the lower surfaces of the gun. A special 
foam barrel block insert that fits within the jaws of the vise to permit clamping of a barrel or a 
barreled action is also included.

When placed on a standard 30” or 36” high table or bench the fixture is exactly the right 
height for easy access to all areas of a gun, and it rotates through 360° to permit access to the 
entire weapon. Each vise support can be angled upward so that a gun with a scope can be 
inverted to perform work on the underside. The rails that the vises ride on are long enough to 
accommodate any length conventional gun and the fixture can be leveled with 4 locking 
levelers or it can be anchored to a bench top.

The set can also double as a shooting rest and zeroing in platform. Simply replace the 
central support pedestal with the (supplied) hex bolt and replace the vises with the V-notch 
assembly and platform, and you are ready to go. The platform assembly can be tilted at an 
angle that is equal to the drop at the heel so the stock can securely rest on a sandbag. For 
3 shot sighting in (instructions on following pages) simply replace the platform with a vise.
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This is the basic cleaning configuration for an AR-15. Needless to say, a visual and 
tactile examination of the gun to insure that it is unloaded is appropriate before 

engaging in any cleaning or maintenance activity. The round holes in the radius plate
are for adjusting the angle of the rails to fixed  “memory” positions. The curved slots
allow adjustment to any angle that suits. The entire upper assembly is designed to

rotate 360º to provide access to any point on the gun. Gun cleaning instructions are
not within the scope of this manual - in other words - you’re on your own.

Shooting rest configuration.

1 2

4

You will need 2 adjustable wrenches either 
8” or 10”.

To stabilize the base for cleaning and maintenance, 
there are 4 anchor tabs that can be secured to a 
board or bench top using #14 sheet metal screws. 
For sighting in use the 4 leveling jacks.

For the vise set up, screw the 200mm/8 inch M-16 
threaded rod into the base until it is flush with the 
bottom of the base. Run an M-16 hex nut down the 
rod and tighten to fix the rod in place. Place the trim
collar and one bearing set over the M-16 rod. 

Tighten the M-16 nut until snug (5-8 lbs ft torque) 
to prevent the rod from turning.

Slide the cradle over the threaded rod. Place the 
other bearing set over the cradle.Secure using 2 
hex nuts - Tighten the lower nut until it makes full
contact with the bearing then back it off 10º (1/36
turn) +/-. Hold it in that location with a wrench. 
Using a second wrench tighten the second nut
against the lower to lock it in place.

5

Mount the radius plate to the inside of the cradle
using the 2 M8x20mm bolts, flat & lock washers. 
Make sure that the 12mm hole in the cradle aligns
with the 12mm hole in the radius plate.

6

3
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For the shooting rest set up, remove both vises 
and replace with the platform and “V” notch 
assembly. Firing a gun while clamped in a vise(s)
may result in damage to the fixture, damage to 
the weapon and possible injury to the shooter.
Abusing the fixture as such and/or adding any 
weight or any restraint to absorb recoil likewise 
can result in damage and/or injury.

19 20

12

The left hand nuts have a yellow finish and are 
packed in the same package as the hand wheels - 
It would be a good idea not to misplace them. By 
turning counter clockwise, thread a nut on to the 
screw shaft of the vise. 

Barrel Blocks: A pair of foam insert blocks with a 
longitudinal “V” notch is included. At times it may
be necessary to grip the barrel (or a barreled action) 
in one of the vises. By placing the notches on either 
side of the barrel and then placing it into the vise, the 
barrel can be firmly held in place. Do not use on a hot 
barrel - maximum safe temperature is 150º. Since guns 
typically are manufactured with a barrel at only one end
the set is supplied with one (1) set of barrel blocks.

How a barrel is gripped.

Each vise is supplied with foam padded floor plates
which ride beneath the jaws so that the vise can 
close fully. The floor plate hooks over one end of 
the vise frame so that it can be removed or swung 
out of the way, but still remain on the vise. Use 
either the narrow or wide floor plate depending on 
the width of the gun.

Use the M8 x 20 lockup knobs to prevent the rest
from rotating.

4

Step 1: Make a target. We suggest using a marker to make a cross + on a piece of plain white 
paper (or the back side of a standard target) or visit www.hyskore.com to download the target shown. 
This will make it much easier to identify the center of the point of aim. Set the target 25 - 50' away. 
Step 2: Shoot a 3 - 5 shot group using the rest as pictured. At this point UNLOAD THE GUN.
If your group is off the paper move the target closer to the gun. 
Step 3: Mark Center of group. The high visibility dots we have supplied work best!

Step 1: Make a Target Step 3: Mark Center of Group 

Step 2: Shoot a 3 - 5 Shot Group & Unload Gun
© 2009 visit our website: www.hyskore.com
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Step 4: With Gun Unloaded - Place it in the center of the vise & clamp it in place. 
Locate the vise in the same approximate location as when you fired your group. 
Remove the adjusting caps from the sight. Step 5: Using the elevation adjustments 
on the rest and by moving the rest from side to side set the reticle on the center of 
the + mark (Target). Step 6: (THIS IS VERY IMPORTANT) WITHOUT MOVING 
THE GUN OR VISE adjust the windage & elevation on the sight until the reticle is 
centered on the mark at the center of the group. THE GUN IS NOW SIGHTED IN !

Warning: The gun should be unloaded

when clamped in the vise. In addition to

presenting a safety hazard, firing the gun

from the clamped vise may result in

damage to the gun & vise!

Step 4: Unload Gun and Clamp it in Vise.

Step 5: Set the vise in the same location as when 
you fired. Adjust vise so that reticle is on the + Mark.

Step 6: Without moving the vise adjust sight
until the reticle is on the center of the group.
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• REPLACEMENT PARTS •

Send Check or Money Order with Phone Number to:
Hyskore® / Power Aisle,  Inc.
193 West Hills Rd.
Huntington Station NY, 11746
NYS Resident add 8.625% Sales Tax (Or Prevailing Rate)

** $10.00 Shipping & Handling to
    Lower 48 States** 
** $25.00 Shipping & Handling to
    Alaska, Hawaii, Puerto Rico**

These are replacement parts for purchase. Pictures do not represent contents of set.
Visit Our Website For More Information or to Check Out Our Other Great Shooting Accessories: www.hyskore.com

Parts List & Pricing:
30100 - 1      Foam Pads for Vise - 4 pcs     $ 10.00
30100 - 2      Floor Plates for Vise (1x25mm & 1x38mm)  - 2 pcs  $ 10.00
30100 - 3      Protective Pad Set - 10 pcs    $ 10.00
30100 - 4      Barrel Foam “V” Block Set - 1 set         $   7.50
30100 - 5      M-12 Radius Lock Knob & Washers - 2 pcs   $ 10.00
30100 - 6      M-12 Insert Lock Nuts - 6 pcs    $   7.50
30100 - 7      M-16 Hex Nuts M-16 x 200mm - Center Support & Trim Collar       $ 12.50
30100 - 8      Hand Wheel - 1 pc                     $ 12.50
30100 - 9      M-12 Leveling Jack & Locking Collar - 2 sets                 $ 10.00
30100 - 10    #51103 Thrust Bearing Set - 2 sets     $ 12.50
30100 - 11    M-16 x 70mm Hex Bolt     $   5.00
30100 - 12    M8 x 20mm Lock-up Knobs - 6 pcs    $ 12.50
30100 - 13    Vise Set Complete     $ 42.50
30100 - 14    Platform - 1 pc      $ 15.00
30100 - 15    Parts Tray        $   7.50
30100 - 16    50mm Diameter Day Glow Markers - 24 pc   $   5.00  
30100 - 17    V Notch & Locking Collar     $ 12.50
30100 - 18   M-12 Left Thread Hex Nut - 2pc    $   7.50
30100 - 19   Pivoting Locking Knobs - 2pcs M8 x 20   $   7.50

360º Rotation

Assembly

Assembly

M-16 Nut

Trim Collar

M-16 Rod

Bearing Set

The hole in the radius plate must align with the
hole in the cradle. If it doesn’t the radius plate is
upside down.

Pay close attention to this step!!! To avoid damage,
the hand wheels for the vises are not factory 
installed. Important both the hand wheel and the 
lock nuts that keep them fixed in place are M12 
left hand thread. This means that they must be 
turned counter clockwise to engage and thread 
together. 

11

15

13

Now, also by turning counter clockwise, thread a 
hand wheel on to the screw shaft until 1/8 - 1/4” of 
shaft is visible. Turn the nut from Step 12 until it 
contacts the hub of the hand wheel. Grasp the hand
wheel in one hand, grasp the nut with a wrench. Using
hand pressure, tighten the hand wheel against the nut
until snug. - Repeat if the hand wheel loosens. You
can also use locktite for a more permanent installation.

1

4

3

2

16

14

One or two drops of acid free machine oil (sewing
machine oil works well) at each of the 4 points
indicated will make the vise operate easily.

1A & 1B
2
3
4
5
6
7
8
9

10
11
12
13
14

15A
15B

16
17
18
19
20
21
22
23
24
25

26A
26B

27
28

Thrust Bearing Sets #51103
Parts Tray
Base
Cradle
M-16 Hex Nuts - 4pcs
M-12 Locking Collars 5pcs
M10 x 20 Hex Bolts w/ Flat & Lock Washers
M-16 x 70mm Hex Bolt
M-16 x 200mm Center Pivot
M-12 x 265mm Hinge Bolt w/ M-12 Lock & Nut & 2 Flat Washers
Trim Collar
Radius Plate
Base for V-Notch
V-Notch
Axial Rail Right
Axial Rail Left
Magnetic Vial Spirit Level
M-12 Leveling Jacks - 4pcs
Axial Rail Locking Knobs M-12 x 20 - 2pcs
Foam V Block Set
Vise Floor Plate 25mm - 2pcs
Vise Floor Plate 38mm - 2pcs
Position Locking Knobs For Vises - 4pcs M6 x 20
Rear Pedestal
M-12 Left Hand Nuts 2pcs
Hand Wheels Left Hand Thread - 2pcs
Vise
Vise
(Not Pictured) 50mm Orange Marker Dots - 24pcs
Position Locking Knobs - 2pcs M8 x 20

30100 Master Armorer’s Vise Contents
2

4

5

6

15A
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15B 25

24

20 21
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14

13

11

7

12

8
9

10

28

22

26A 26B
23

1A 1B

3

MASTER ARMORER’S VISE
& SIGHTING REST

*Gun & Rest Bag Not Included

*Gun Not Included

*Gun Not Included

*Gun Not Included

*Gun & Rest Bag Not Included!

7 8

Left Hand
Thread

Left Hand
Hex Nut

*Gun Not Included

360º Rotation

The bushings on each rail assembly are positioned 
differently so that when fitted together they interlock
like a door hinge. Now, from the radius plate end
of the cradle, put a washer on the 12mm x 16” bolt 
and thread it through the cradle,rail assembly
bushings and the other end of cradle .Put a washer
over the end and secure with the 12mm insert hex 
nut. Tighten until flush with the end of the nut.

Bushings

10

Pivot the 2 rail assemblies so that the bushings
(tubes). Align and fit as pictured. When this is
done and the exteriors of the tubes are aligned,
(like a door hinge) the hole through the bushings
will align with the holes in the cradle and radius
plate. 

9

17 18

WARRANTY AND DISCLAIMERS
HYSKORE®/Power Aisle, Inc. guarantees that its products are free from defects in material and workmanship for a period of 90 days from the original 
date of purchase. For electronic items (anything that requires a battery), the warranty period is also 90 days. This Warranty applies to non-commercial 
use only. Commercial use voids this warranty. In the event of any defects in material or workmanship, HYSKORE®/Power Aisle, Inc.’s sole liability 
therefore shall be the replacement of any such product(s) and/or components that are defective in material or workmanship. The replacement of any 
such product(s) and/or components shall be HYSKORE®/Power Aisle, Inc.’s sole responsibility. This warranty specifically excludes any and all 
consequential or accidental damages. No other warranties or liabilities whatsoever are either expressed or implied. If any such warranties shall be 
imposed by law, not withstanding this provision, then such warranties shall be the responsibility of HYSKORE®/Power Aisle, Inc.’s immediate buyer. 
There shall be no warranties of merchantability, use of trade, or fitness for a particular purpose. Alteration of any product, misuse, or exceeding any 
stated product limitations voids this warranty. All returns, adjustments, etc. are the responsibility of the retailer/dealer that sold the product. HYSKORE®/
Power Aisle, Inc. handles return issues through it’s dealers. It should be obvious when using some of these products that approved protective safety gear, 
including, but not limited to, eye and ear protection, should be utilized. Using the appropriate safety gear is the sole responsibility of the person(s) using 
the product. It should also be obvious that certain products such as silica gel, etc. must not be consumed, inhaled or taken internally. The user takes full 
responsibility for inappropriate or incorrect use of these items. In the event an inadvertent event takes place, Material Safety Data Sheets (MSDS) are 
available on the HYSKORE® website. www.hyskore.com. We do not sell guns, scopes, ammunition, cleaning accessories, etc. These accessories are 
used in many of our product pictures, as props to illustrate how the products are used. As such, they are not included with any product. All photographs, 
drawings, copy, instructions, etc. are the exclusive property of HYSKORE®/Power Aisle, Inc. All downloadable files are intended for the use of the end 
user of HYSKORE®/Power Aisle, Inc.’s products and cannot be reproduced without the express written permission of HYSKORE®/Power Aisle, Inc. 



Fitting the Rail Assembies
Identify the 2 M-12 threaded holes on each rail set 
and the next to last (lower) round hole in the radius 
plate (B). Align the inner M-12 hole (A) on each 
rail set with each of these holes inset and tighten 
the M-12x20 locking knobs.

A

A

B B
This is the 3-5 shot zeroing configuration for
firing your group. Note that when firing the gun
the vise jaws are open and the gun is free to
move with the recoil. 

IMPORTANT: In order to avoid injury or damage
the vise must be open - not clamped to the gun - 
when firing the sighting shots.

# 30100
Hyskore®

Always use appropriate eye and/or ear protection when using this device!

The Hyskore Master Armorer’s Vise is the most versatile long gun maintenance fixture 
available any place. It rotates 360º and has 2 self centering foam padded vises that 
adjust to any length weapon. The vises ride on opposed sets of rails with a wide range
of angular adjustment. This allows an AR-15 upper receiver to pivot away from the
lower receiver with both halves firmly secured. The rails supporting the vises can be
angled upwards so that any gun, even with a scope can be securely inverted for working
on the underside. 
As a bonus, a “V” notch gun support and padded platform are furnished so that the vise 
can be used for 3 - 5 shot sighting in or as a shooting rest. The platform can be angled
to match the drop at the heel to provide more contact area for the butt stock.

In the course of shipping and packing, parts may end up missing or damaged-
call us at 631.673.5975. 8:30 a.m. - 5:00 p.m. Eastern Time. We will promptly send replacements.

For parts or technical support contact:

Introduction
    Strong Suggestion !

READ THIS ENTIRE MANUAL BEFORE USING THE REST!
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The HYSKORE® #30100 Master Armorer’s Vise is designed to provide maximum ease
and flexibility in long gun maintenance. It has also been designed with an awareness of the 
growing popularity of AR-15 style weapons, and their unique characteristics.  The fixture 
features a pair of self-centering vises that ride on opposed sets of canter levered rails which 
can be independently adjusted to a wide range of included angles. For bolt, lever, pump, and 
semi-automatic action guns this means that both the fore and aft ends of the gun can be 
secured in padded vises and then the entire set tilted forward so that the barrel is angled 
downward. This is the ideal position for cleaning. Not only does it allow for cleaning 
from the breach toward the muzzle, which is the recommended procedure by all firearms 
manufacturers, but it also prevents cleaning solutions and debris from running back into 
the action.

For AR-15 style guns the fixture is absolutely the best. After removal of the rear take down 
pin the fore and aft ends of the gun can be clamped in their respective vises and then each 
vise can be independently angled so that the breech end of the upper receiver is open to 
maximum exposure and held securely in that position. This permits easy removal and 
cleaning of all key components while the gun is solidly supported. This particular feature 
also adapts well to break action shotguns.

The vises are particularly unique in that they are self-centering. This means that when you 
turn the hand crank both halves of the vise move either in or out at exactly the same rate, as 
opposed to a conventional vise where one jaw remains stationery and the other one moves.  
The work (in this case the weapon), regardless of the thickness, is always centered and both 
vises automatically align with each other on center. In addition, the jaws of the vises are foam 
padded with a removable padded floor plate to protect the lower surfaces of the gun. A special 
foam barrel block insert that fits within the jaws of the vise to permit clamping of a barrel or a 
barreled action is also included.

When placed on a standard 30” or 36” high table or bench the fixture is exactly the right 
height for easy access to all areas of a gun, and it rotates through 360° to permit access to the 
entire weapon. Each vise support can be angled upward so that a gun with a scope can be 
inverted to perform work on the underside. The rails that the vises ride on are long enough to 
accommodate any length conventional gun and the fixture can be leveled with 4 locking 
levelers or it can be anchored to a bench top.

The set can also double as a shooting rest and zeroing in platform. Simply replace the 
central support pedestal with the (supplied) hex bolt and replace the vises with the V-notch 
assembly and platform, and you are ready to go. The platform assembly can be tilted at an 
angle that is equal to the drop at the heel so the stock can securely rest on a sandbag. For 
3 shot sighting in (instructions on following pages) simply replace the platform with a vise.
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This is the basic cleaning configuration for an AR-15. Needless to say, a visual and 
tactile examination of the gun to insure that it is unloaded is appropriate before 

engaging in any cleaning or maintenance activity. The round holes in the radius plate
are for adjusting the angle of the rails to fixed  “memory” positions. The curved slots
allow adjustment to any angle that suits. The entire upper assembly is designed to

rotate 360º to provide access to any point on the gun. Gun cleaning instructions are
not within the scope of this manual - in other words - you’re on your own.

Shooting rest configuration.

1 2

4

You will need 2 adjustable wrenches either 
8” or 10”.

To stabilize the base for cleaning and maintenance, 
there are 4 anchor tabs that can be secured to a 
board or bench top using #14 sheet metal screws. 
For sighting in use the 4 leveling jacks.

For the vise set up, screw the 200mm/8 inch M-16 
threaded rod into the base until it is flush with the 
bottom of the base. Run an M-16 hex nut down the 
rod and tighten to fix the rod in place. Place the trim
collar and one bearing set over the M-16 rod. 

Tighten the M-16 nut until snug (5-8 lbs ft torque) 
to prevent the rod from turning.

Slide the cradle over the threaded rod. Place the 
other bearing set over the cradle.Secure using 2 
hex nuts - Tighten the lower nut until it makes full
contact with the bearing then back it off 10º (1/36
turn) +/-. Hold it in that location with a wrench. 
Using a second wrench tighten the second nut
against the lower to lock it in place.

5

Mount the radius plate to the inside of the cradle
using the 2 M8x20mm bolts, flat & lock washers. 
Make sure that the 12mm hole in the cradle aligns
with the 12mm hole in the radius plate.

6

3
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For the shooting rest set up, remove both vises 
and replace with the platform and “V” notch 
assembly. Firing a gun while clamped in a vise(s)
may result in damage to the fixture, damage to 
the weapon and possible injury to the shooter.
Abusing the fixture as such and/or adding any 
weight or any restraint to absorb recoil likewise 
can result in damage and/or injury.

19 20

12

The left hand nuts have a yellow finish and are 
packed in the same package as the hand wheels - 
It would be a good idea not to misplace them. By 
turning counter clockwise, thread a nut on to the 
screw shaft of the vise. 

Barrel Blocks: A pair of foam insert blocks with a 
longitudinal “V” notch is included. At times it may
be necessary to grip the barrel (or a barreled action) 
in one of the vises. By placing the notches on either 
side of the barrel and then placing it into the vise, the 
barrel can be firmly held in place. Do not use on a hot 
barrel - maximum safe temperature is 150º. Since guns 
typically are manufactured with a barrel at only one end
the set is supplied with one (1) set of barrel blocks.

How a barrel is gripped.

Each vise is supplied with foam padded floor plates
which ride beneath the jaws so that the vise can 
close fully. The floor plate hooks over one end of 
the vise frame so that it can be removed or swung 
out of the way, but still remain on the vise. Use 
either the narrow or wide floor plate depending on 
the width of the gun.

Use the M8 x 20 lockup knobs to prevent the rest
from rotating.

4

Step 1: Make a target. We suggest using a marker to make a cross + on a piece of plain white 
paper (or the back side of a standard target) or visit www.hyskore.com to download the target shown. 
This will make it much easier to identify the center of the point of aim. Set the target 25 - 50' away. 
Step 2: Shoot a 3 - 5 shot group using the rest as pictured. At this point UNLOAD THE GUN.
If your group is off the paper move the target closer to the gun. 
Step 3: Mark Center of group. The high visibility dots we have supplied work best!

Step 1: Make a Target Step 3: Mark Center of Group 

Step 2: Shoot a 3 - 5 Shot Group & Unload Gun
© 2009 visit our website: www.hyskore.com
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Step 4: With Gun Unloaded - Place it in the center of the vise & clamp it in place. 
Locate the vise in the same approximate location as when you fired your group. 
Remove the adjusting caps from the sight. Step 5: Using the elevation adjustments 
on the rest and by moving the rest from side to side set the reticle on the center of 
the + mark (Target). Step 6: (THIS IS VERY IMPORTANT) WITHOUT MOVING 
THE GUN OR VISE adjust the windage & elevation on the sight until the reticle is 
centered on the mark at the center of the group. THE GUN IS NOW SIGHTED IN !

Warning: The gun should be unloaded

when clamped in the vise. In addition to

presenting a safety hazard, firing the gun

from the clamped vise may result in

damage to the gun & vise!

Step 4: Unload Gun and Clamp it in Vise.

Step 5: Set the vise in the same location as when 
you fired. Adjust vise so that reticle is on the + Mark.

Step 6: Without moving the vise adjust sight
until the reticle is on the center of the group.

12mm Hole
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• REPLACEMENT PARTS •

Send Check or Money Order with Phone Number to:
Hyskore® / Power Aisle,  Inc.
193 West Hills Rd.
Huntington Station NY, 11746
NYS Resident add 8.625% Sales Tax (Or Prevailing Rate)

** $10.00 Shipping & Handling to
    Lower 48 States** 
** $25.00 Shipping & Handling to
    Alaska, Hawaii, Puerto Rico**

These are replacement parts for purchase. Pictures do not represent contents of set.
Visit Our Website For More Information or to Check Out Our Other Great Shooting Accessories: www.hyskore.com

Parts List & Pricing:
30100 - 1      Foam Pads for Vise - 4 pcs     $ 10.00
30100 - 2      Floor Plates for Vise (1x25mm & 1x38mm)  - 2 pcs  $ 10.00
30100 - 3      Protective Pad Set - 10 pcs    $ 10.00
30100 - 4      Barrel Foam “V” Block Set - 1 set         $   7.50
30100 - 5      M-12 Radius Lock Knob & Washers - 2 pcs   $ 10.00
30100 - 6      M-12 Insert Lock Nuts - 6 pcs    $   7.50
30100 - 7      M-16 Hex Nuts M-16 x 200mm - Center Support & Trim Collar       $ 12.50
30100 - 8      Hand Wheel - 1 pc                     $ 12.50
30100 - 9      M-12 Leveling Jack & Locking Collar - 2 sets                 $ 10.00
30100 - 10    #51103 Thrust Bearing Set - 2 sets     $ 12.50
30100 - 11    M-16 x 70mm Hex Bolt     $   5.00
30100 - 12    M8 x 20mm Lock-up Knobs - 6 pcs    $ 12.50
30100 - 13    Vise Set Complete     $ 42.50
30100 - 14    Platform - 1 pc      $ 15.00
30100 - 15    Parts Tray        $   7.50
30100 - 16    50mm Diameter Day Glow Markers - 24 pc   $   5.00  
30100 - 17    V Notch & Locking Collar     $ 12.50
30100 - 18   M-12 Left Thread Hex Nut - 2pc    $   7.50
30100 - 19   Pivoting Locking Knobs - 2pcs M8 x 20   $   7.50

360º Rotation

Assembly

Assembly

M-16 Nut

Trim Collar

M-16 Rod

Bearing Set

The hole in the radius plate must align with the
hole in the cradle. If it doesn’t the radius plate is
upside down.

Pay close attention to this step!!! To avoid damage,
the hand wheels for the vises are not factory 
installed. Important both the hand wheel and the 
lock nuts that keep them fixed in place are M12 
left hand thread. This means that they must be 
turned counter clockwise to engage and thread 
together. 
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15

13

Now, also by turning counter clockwise, thread a 
hand wheel on to the screw shaft until 1/8 - 1/4” of 
shaft is visible. Turn the nut from Step 12 until it 
contacts the hub of the hand wheel. Grasp the hand
wheel in one hand, grasp the nut with a wrench. Using
hand pressure, tighten the hand wheel against the nut
until snug. - Repeat if the hand wheel loosens. You
can also use locktite for a more permanent installation.
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One or two drops of acid free machine oil (sewing
machine oil works well) at each of the 4 points
indicated will make the vise operate easily.

1A & 1B
2
3
4
5
6
7
8
9

10
11
12
13
14

15A
15B

16
17
18
19
20
21
22
23
24
25

26A
26B

27
28

Thrust Bearing Sets #51103
Parts Tray
Base
Cradle
M-16 Hex Nuts - 4pcs
M-12 Locking Collars 5pcs
M10 x 20 Hex Bolts w/ Flat & Lock Washers
M-16 x 70mm Hex Bolt
M-16 x 200mm Center Pivot
M-12 x 265mm Hinge Bolt w/ M-12 Lock & Nut & 2 Flat Washers
Trim Collar
Radius Plate
Base for V-Notch
V-Notch
Axial Rail Right
Axial Rail Left
Magnetic Vial Spirit Level
M-12 Leveling Jacks - 4pcs
Axial Rail Locking Knobs M-12 x 20 - 2pcs
Foam V Block Set
Vise Floor Plate 25mm - 2pcs
Vise Floor Plate 38mm - 2pcs
Position Locking Knobs For Vises - 4pcs M6 x 20
Rear Pedestal
M-12 Left Hand Nuts 2pcs
Hand Wheels Left Hand Thread - 2pcs
Vise
Vise
(Not Pictured) 50mm Orange Marker Dots - 24pcs
Position Locking Knobs - 2pcs M8 x 20

30100 Master Armorer’s Vise Contents
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MASTER ARMORER’S VISE
& SIGHTING REST

*Gun & Rest Bag Not Included

*Gun Not Included

*Gun Not Included

*Gun Not Included

*Gun & Rest Bag Not Included!

7 8

Left Hand
Thread

Left Hand
Hex Nut

*Gun Not Included

360º Rotation

The bushings on each rail assembly are positioned 
differently so that when fitted together they interlock
like a door hinge. Now, from the radius plate end
of the cradle, put a washer on the 12mm x 16” bolt 
and thread it through the cradle,rail assembly
bushings and the other end of cradle .Put a washer
over the end and secure with the 12mm insert hex 
nut. Tighten until flush with the end of the nut.

Bushings

10

Pivot the 2 rail assemblies so that the bushings
(tubes). Align and fit as pictured. When this is
done and the exteriors of the tubes are aligned,
(like a door hinge) the hole through the bushings
will align with the holes in the cradle and radius
plate. 
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17 18

WARRANTY AND DISCLAIMERS
HYSKORE®/Power Aisle, Inc. guarantees that its products are free from defects in material and workmanship for a period of 90 days from the original 
date of purchase. For electronic items (anything that requires a battery), the warranty period is also 90 days. This Warranty applies to non-commercial 
use only. Commercial use voids this warranty. In the event of any defects in material or workmanship, HYSKORE®/Power Aisle, Inc.’s sole liability 
therefore shall be the replacement of any such product(s) and/or components that are defective in material or workmanship. The replacement of any 
such product(s) and/or components shall be HYSKORE®/Power Aisle, Inc.’s sole responsibility. This warranty specifically excludes any and all 
consequential or accidental damages. No other warranties or liabilities whatsoever are either expressed or implied. If any such warranties shall be 
imposed by law, not withstanding this provision, then such warranties shall be the responsibility of HYSKORE®/Power Aisle, Inc.’s immediate buyer. 
There shall be no warranties of merchantability, use of trade, or fitness for a particular purpose. Alteration of any product, misuse, or exceeding any 
stated product limitations voids this warranty. All returns, adjustments, etc. are the responsibility of the retailer/dealer that sold the product. HYSKORE®/
Power Aisle, Inc. handles return issues through it’s dealers. It should be obvious when using some of these products that approved protective safety gear, 
including, but not limited to, eye and ear protection, should be utilized. Using the appropriate safety gear is the sole responsibility of the person(s) using 
the product. It should also be obvious that certain products such as silica gel, etc. must not be consumed, inhaled or taken internally. The user takes full 
responsibility for inappropriate or incorrect use of these items. In the event an inadvertent event takes place, Material Safety Data Sheets (MSDS) are 
available on the HYSKORE® website. www.hyskore.com. We do not sell guns, scopes, ammunition, cleaning accessories, etc. These accessories are 
used in many of our product pictures, as props to illustrate how the products are used. As such, they are not included with any product. All photographs, 
drawings, copy, instructions, etc. are the exclusive property of HYSKORE®/Power Aisle, Inc. All downloadable files are intended for the use of the end 
user of HYSKORE®/Power Aisle, Inc.’s products and cannot be reproduced without the express written permission of HYSKORE®/Power Aisle, Inc. 



• REPLACEMENT PARTS •
These are replacement parts for purchase. Pictures do not represent contents of set.

Parts List:
30100 - 1  Foam Pads for Vise (4 pcs) ...............................................................................................$ 10.00
30100 - 2  Floor Plates for Vise (1x25mm & 1x38mm) (2 pcs) ........................................................$ 10.00
30100 - 3  Protective Pad Set (10 pcs) ...............................................................................................$ 10.00
30100 - 4  Barrel Foam “V” Block Set (1 set) ...................................................................................$   7.50
30100 - 5  M-12 Radius Lock Knob & Washers (2 pcs) ....................................................................$ 10.00
30100 - 6  M-12 Insert Lock Nuts (6 pcs) ..........................................................................................$   7.50
30100 - 7  M-16 Hex Nuts M-16 x 200mm - Center Support & Trim Collar ....................................$ 12.50
30100 - 8  Hand Wheel (1 pc) ............................................................................................................$ 12.50
30100 - 9  M-12 Leveling Jack & Locking Collar (2 sets) ................................................................$ 10.00
30100 - 10 #51103 Thrust Bearing Set (2 sets) ...................................................................................$ 12.50
30100 - 11 M-16 x 70mm Hex Bolt ....................................................................................................$   5.00
30100 - 12 M8 x 20mm Lock-up Knobs (6 pcs) .................................................................................$ 12.50
30100 - 13 Vise Set Complete .............................................................................................................$ 42.50
30100 - 14 Platform (1 pc) ..................................................................................................................$ 15.00
30100 - 15 Parts Tray ..........................................................................................................................$   7.50
30100 - 16 50mm Diameter Day Glow Markers (24 pc) ....................................................................$   5.00
30100 - 17 V Notch & Locking Collar ...............................................................................................$ 12.50
30100 - 18 M-12 Left Thread Hex Nut (2pc) ......................................................................................$   7.50
30100 - 19 Pivoting Locking Knobs (2pcs M8 x 20) ..........................................................................$   7.50

Send Check or Money Order with Phone Number to:
Hyskore® / Power Aisle,  Inc.
P.O. Box 983
Middleburgh, NY 12122
NYS Resident add appropriate Sales Tax (or prevailing rate)

**  $10.00 Shipping & Handling to 
Lower 48 States** 

**  $25.00 Shipping & Handling to 
Alaska, Hawaii, Puerto Rico**

Visit our website for more information or to check our other great shooting accessories:
www.hyskore.com
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